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CHAPTER 1 
 

INTRODUCTION 
 
AUTHORIZED SCOPE OF WORK 
 
In June 2004, the City of Toppenish contracted Gray & Osborne, Inc. (G&O) to complete 
a pavement analysis of its existing paved street network.  This report will discuss the 
methods utilized to undertake the study, the data collected as part of the study, and the 
results of the analysis of the study.   
 
PURPOSE 
 
One of the most visible aspects of any municipality is its paved roadway system.  Roads 
are utilized by every member of the community, as well as by visitors.  Roadways run 
through every neighborhood, serving every home and business.  While other utilities can 
operate in the background of daily life, roadways are often in the forefront of the public 
eye.  When a roadway system is effectively managed, it will have a positive effect on a 
community and its economic vitality, whereas poorly managed roadway systems often 
make a community seem less inviting.   
 
Roadway budgets can also make up a significant portion of a city’s finances.  Roadway 
systems are also unique in that there is no established utility from which a City can obtain 
user fees for the maintenance and construction of its system.  Funds to complete roadway 
maintenance and improvement projects instead come from the City’s general fund.  
Because of this, it is particularly important for cities to stretch their road funding dollars 
as far as possible, without jeopardizing the system.   
 
The Washington State Department of Transportation (WSDOT), in response to 
RCW 46.68.113, has requested that cities start collecting data on arterials throughout the 
state.  Data collected to date has shown that effective maintenance of streets depends 
largely upon pavement condition.  Effective maintenance can prolong the life of streets, 
saving money that would have otherwise been spent on reconstruction.  The WSDOT 
concluded that as roads deteriorate, the cost to repair or replace them doubles every 10 to 
15 years.   
 
REFERENCES 
 
WSDOT manuals: 
 

1. StreetWise – A Simplified Local Agency Pavement Management System, 
Washington State Department of Transportation.  This manual provides a 
methodology for establishing a pavement management system.  The manual 
provides forms for data collection as well as the means and methods by which to 
compute a Pavement Condition Rating. 
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2. Pavement Surface Condition Field Rating Manual for Asphalt Pavement, 

Northwest Pavement Management Association.  Contains the Rating 
Considerations for Asphalt Pavement. 

 
3. Asphalt Overlays for Highway and Street Rehabilitation The Asphalt Institute 

(1983).  This book is intended to serve as a design/overlay reference for a portion 
of this effort.  Contained are considerations and descriptions in evaluating 
pavement conditions. 

 
4. The Hole Story: Facts and Fallacies of Potholes, American Public Works 

Association.  Discusses how potholes are created and maintenance procedures for 
prevention.  Included as Appendix A. 
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CHAPTER 2 
 

FIELD INVESTIGATIONS 
 
RATING PROCEDURES 
 
Street rating was completed by G&O personnel during July and August 2004.  Each 
paved street was walked and observed for visual signs of deterioration.  The primary 
pavement defects observed were alligator cracking, longitudinal cracking, transverse 
cracking, raveling, and patching.  Rating procedures followed the guidelines as outlined 
by the WSDOT Streetwise manual and summarized below. 
 
For each of the streets, the rating procedures were as follows: 
 

• Street data was assembled from previous pavement management efforts.  The City 
completed pavement ratings in 1987 and again in 1998.  The street network had 
been previously divided into individual segments for rating purposes.  For 
consistency, the previous breakdown of the street network was used in this Plan. 

 
• Street dimensions measured as part of the previous efforts were verified and used 

in the preparation of this Plan.  A measuring wheel was used to measure the 
approximate lengths and widths of each street.  Lengths were measured from 
intersection to intersection (when intersections are available) and average widths 
were determined by measuring from the approximate edge of roadway to 
approximate edge of roadway. 

 
• A measuring wheel was used to determine approximate lengths and areas for 

various pavement conditions on each street.  The areas and lengths of each type of 
pavement condition were tabulated for each roadway segment.  Pavement 
condition characteristics that were used in the analysis are described in more 
detail in Table 2-1.  Additional pavement conditions shown in Table 2-2 were 
noted where they occurred but were not directly utilized in the determination of a 
Pavement Condition Rating. 
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TABLE 2-1 
Ranking Criteria 

 
Condition Definition 

Alligator 
Cracks 

Series of parallel longitudinal cracks usually within the wheel path which 
progress with time to a more branched pattern that begins to interconnect.  
Once developed, the pattern of interconnected squares resembles the look 
of alligator skin. 

Transverse 
Cracks 

Cracks running roughly perpendicular to the roadway centerline, caused 
by surface shrinkage, hardening of the asphalt, or cracks in the underlying 
pavement layers. 

Longitudinal 
Cracks 

Cracks running roughly parallel to the roadway centerline and are 
associated with the beginning of alligator cracking. 

Raveling Pavement surface deterioration that occurs when aggregate particles are 
dislodged (raveling). 

Patching An area of pavement that has been replaced to repair the existing 
pavement due to extreme failure or access to an underlying utility.   

 
 

TABLE 2-2 
Additional Criteria 

 
 

Condition 
 

Definition 
Shoving or 
Pushing 

A form of plastic movement resulting in localized bulging of the 
pavement. 

Pot Holes Holes created when the pavement, base, or sub-base cannot support the 
weight of traffic.  Typically caused by a localized crack, which allows 
water to enter and creates a localized failure of the pavement. 

Excess 
Asphalt 

The upward movement of asphalt in an asphalt pavement resulting in the 
formation of a film of asphalt on the surface. 

Polished 
Aggregate 

Aggregate particles in a pavement surface with edges that have been 
rounded and surfaces polished smooth by traffic. 

Deficient 
Drainage 

Ponding of water occurring on the roadway. 

Shrinkage 
Cracks 

Interconnected cracks forming a series of large blocks, usually with sharp 
corners or angles. 

Rutting Surface depression within the wheel paths resulting from a permanent 
deformation in any of the pavement layers or subgrade, usually caused by 
consolidation or lateral movement of materials due to traffic loads. 

Corrugations Also known as wash boarding, a form of plastic movement typified by 
ripples across the pavement surface. 
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Once tabulated, pavement conditions were compared to the total overall pavement area 
and a pavement condition rating (PCR) was assigned to each street segment based upon 
tables as outlined by the WSDOT Streetwise manual.  PCR values are numerical values 
assigned to represent the condition of a street.  The values are primarily dependant upon 
the amount and type of alligator cracking present and a secondary distress type.  The 
secondary distress type for a street is the most prevalent pavement condition found listed 
in Table 2-1.  The highest PCR value available for a street is 100, which corresponds to a 
newly paved roadway. 
 
Figure 2-1 shows the existing street network and identifies street segments that were 
analyzed.  Appendix B contains the field survey sheets which show the data collected for 
each street segment the determined the actual PCR value. 
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CHAPTER 3 
 

RECOMMENDATIONS 
 
RATING RESULTS 
 
CLASSIFIED STREETS VS. ACCESS ROADS 
 
Some City streets due to their location, adjacent development, and driving conditions become 
primary routes for travel and are often designated as higher-class roadways because of their 
heavy use.  These roadways are often designed for truck traffic, and for higher average daily 
traffic rates.  WSDOT maintains a list of streets within Washington State that are classified 
based upon their importance within the local and regional transportation system.  Table 3-1 
lists the WSDOT functional classifications, in order from highest to lowest importance.  
Table 3-2 identifies the City’s classified streets according to WSDOT.  The City currently 
has 11 streets that are classified as Minor Arterials, and 18 streets classified as Major 
Collectors.  These streets compose a backbone from which the City’s numerous Local Access 
roads are built around.  Because of the elevated service that these roadways provide, 
recommendations for these roadways will be considered separate from those for Local 
Access roads. 
 

Table 3-1 
WSDOT Roadway Functional Classifications 

 
Classifications 

Interstate 
Principal Arterial 

Minor Arterial 
Major Collector 
Minor Collector 

Local Access 
 
 

PAVEMENT CONDITION RATING 
 
After PCR values were assigned to all of the City’s paved roadways, the results were 
tabulated in an effort to determine the most cost effective rehabilitation method.  Streets with 
PCR values ranging from 75 to 100 were categorized as good streets requiring no 
rehabilitation.  Streets with PCR values ranging from 50 to 74 were categorized as slightly 
distressed streets and recommended for rehabilitation consisting of crack sealing and 
Bituminous Surface Treatment (BST).  Streets with PCR values ranging from 25 to 49 were 
categorized as distressed and recommended for rehabilitation by milling the roadway and 
overlaying with new hot mix asphalt.  Streets with PCR values ranging from 0 to 24 were 
categorized as severely distressed and were recommended for total reconstruction.  PCR 
values for the City’s Classified Streets have been included in Table 3-2. 
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Table 3-2 
Major Streets Inventory 

 
Functional 

Class Street From To PCR 
Recommended 

Treatment Cost 
Minor Arterial Asotin Ave. Buena Way West Urban Boundary 60 BST $13,000 
Minor Arterial E. Toppenish Ave. I St. Railroad 78 None $0 
Minor Arterial E. Toppenish Ave. L St. I St. 78 None $0 
Minor Arterial L St. (N. Myers Rd) N. C/L S. C/L 53 BST $11,000 
Minor Arterial S. Division St. E/W 3rd St. S C/L 90 None $0 
Minor Arterial S. Division St. S. Toppenish Ave. To E/W 3rd Ave. 85 None $0 
Minor Arterial S. Toppenish Ave. 1st Ave. RR Crossing 29 Overlay $162,000 
Minor Arterial W. 1st Ave. S. Beech St. S. Elm St. 35 Overlay $226,000 
Minor Arterial W. 1st Ave. S. Division St. S. Toppenish Ave. 84 None $0 
Minor Arterial W. 1st Ave. S. Elm St. W. C/L 80 None $0 
Minor Arterial W. 1st Ave. Toppenish Ave. S. Beech St. 100 None $0 

Major Collector Adams Ave. Robart Lane S. Fir St. 63 BST $37,000 
Major Collector Asotin Ave. Buena Way E. Toppenish Ave. 45 Overlay $332,000 
Major Collector Chehalis Ave. N. Fir St. N. B St. 60 BST $22,000 
Major Collector Franklin Ave. Buena Way N. Fir St. 15 Reconstruction $124,000 
Major Collector Jefferson Ave. S. Fir St. S. Elm St. 25 Overlay $39,000 
Major Collector Madison Ave. S. Juniper St. S. Elm St. 74 BST $24,000 
Major Collector N. B St. Lincoln Ave. E. Toppenish Ave. 83 None $0 
Major Collector N. B St. Lincoln Ave. N Alder St. 70 BST $4,000 
Major Collector S. G St. E. First Ave. S. Corporate Limits 5 Reconstruction $356,000 
Major Collector S. G St. E. Toppenish Ave. Satus Ave. 43 Overlay $50,000 
Major Collector S. G St. Satus Ave. E. 1st St. 36 Overlay $50,000 
Major Collector S. Juniper St. Adams Ave. Jefferson Ave. 100 None $0 
Major Collector S. Juniper St. Jefferson Ave. Madison Ave. 63 BST $4,000 
Major Collector S. Juniper St. Washington Ave. Adams Ave. 100 None $0 
Major Collector W. 4th Ave. S. Elm St. Division St. 60 BST $32,000 
Major Collector Washington Ave. Beech St. S. Elm St. 50 BST $12,000 
Major Collector Washington Ave. S. Elm St. N. C/L 70 BST $47,000 
Major Collector Washington Ave. Toppenish Ave. Beech St. 25 Overlay $84,000 
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Figure 3-1 graphically depicts the conditions of the City’s Minor Arterials, while Figure 3-2 
shows the conditions of its Major Collectors. 
 
LOCAL ACCESS ROADS 
 
PCR values for the City’s local access roads were also calculated and have been included in 
this report.  Table 3-3 lists the streets ranked by their PCR value.  Table 3-4 lists the streets in 
alphabetical order to facilitate easy reference.  The City’s Classified Streets have also been 
included in these tables to allow for comparison.  The rehabilitation methods indicated are 
based solely upon the PCR value.  Figure 3-3 graphically represents the streets and their PCR 
values. 
 
REHABILITATION COSTS 
 
CLASSIFIED STREETS VS. ACCESS ROADS 
 
Because of the heavy use that Classified roads typically receive, it is reasonable to prioritize 
maintenance of these roadways above that for typical Local Access roadways.  Table 3-2 lists 
rehabilitation costs for the City’s arterial network as provided from WSDOT.  For 
convenience these streets have also been listed in Table 3-3 and Table 3-4.  Treatment for 
these roadways will consider additional costs for greater structural integrity.  Cost estimates 
for these roadway sections are shown in Appendix C and Appendix D 
 
TREATMENT / RECONSTRUCTION COST ESTIMATES 
 
Treatment cost estimates are based on rehabilitation of the existing paved surface only.  They 
do not assume that the roadways will be increased in width and do not include costs for right 
of way acquisition, sidewalks, utility relocations, additional painting, or signing.  
Reconstruction estimates include costs for hot mix asphalt, crushed surfacing top course, 
crushed surfacing base course, concrete curb and gutter, approximate storm drainage costs, 
and traffic control.  The costs also include a 25% contingency and approximately 25% for 
administration and engineering.  Milling and overlay estimates do not include costs for curb 
and gutter replacement, or sidewalk replacement.  
 
Cost estimates are good for the 2005 construction season and should be inflated by a 5% 
factor for each year after that.  Costs estimates for typical roads have been included in 
Appendix E through Appendix H.  These costs are for a typical 2,000 foot length of roadway.  
The costs are pro rated to a square yard cost which is then used to determine rehabilitation 
costs for the various street segments based upon the total square yardage of roadway surface 
area for the segment.  The resulting rehabilitation cost is shown in Table 3-2, Table 3-3, and 
Table 3-4.  Costs used for the various types of rehabilitation are as shown in Table 3-5.   
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TABLE 3-3 

Street PCR Value 
(Sorted by PCR Value) 

 

Street From To PCR 
Length 

(ft) 
Recommended 

Treatment Cost 
S. G St. E. First Ave. S. Corporate Limits 5 1,295 Reconstruction $356,000 
N. H St. E. Toppenish Ave. Lincoln Ave. 10 541 Reconstruction $106,000 
S. F St. E. Toppenish Ave. Satus Ave. 10 333 Reconstruction $74,000 
W. 6th Ave. S. Beech St. Dead End 10 262 Reconstruction $52,000 
Cul De Sac (East Side) at Lillie Lane   15 145 Reconstruction $31,000 
Franklin Ave. Buena Way N. Fir St. 15 852 Reconstruction $124,000 
Goldendale Ave. Buena Way N. Fir St. 15 859 Reconstruction $200,000 
N. I St. E. Toppenish Ave. Lincoln Ave. 15 543 Reconstruction $113,000 
S. J St. E. Toppenish Ave. Satus Ave. 15 337 Reconstruction $71,000 
S. Toppenish Ave. W. Side W. 4th Ave. W. 5th Ave. 15 415 Reconstruction $61,000 
Three Star Ave. N Elm St. Alley 15 229 Reconstruction $42,000 
W. 5th Ave. Bolin Dr. S. Division St. 15 1,489 Reconstruction $292,000 
E. 1st Ave. G St. RR X-ing 19 1,314 Reconstruction $338,000 
E. 2nd Ave. RR Tracks E. side S. Division St. 19 1,197 Reconstruction $278,000 
N. E St. E. Toppenish Ave. Lincoln Ave. 19 533 Reconstruction $98,000 
S. I St. E. Toppenish Ave. Satus Ave. 19 343 Reconstruction $72,000 
S. Toppenish Ave. W. Side W. 3rd Ave. W. 4th Ave. 19 428 Reconstruction $63,000 
Monroe Ave. S. Elm St. Rentschler Lane 22 591 Reconstruction $116,000 
S. Toppenish Ave. W. Side W. 5th Ave. W. 6th Ave. 22 384 Reconstruction $57,000 
S. Toppenish Ave. W. Side W. 6th Ave. End 22 403 Reconstruction $60,000 
N. Fir St. Franklin Ave. END 23 1,281 Reconstruction $267,000 
S. Fir St. Adams Ave. Washington Ave. 23 347 Reconstruction $51,000 
W. 2nd Ave. S. Division St. S. Elm St. 24 2,696 Reconstruction $627,000 
E. 2nd Ave. S. E St. S. G St. 25 631 Overlay $79,000 
Jefferson Ave. Elm St. W. 1st St. 25 1,516 Overlay $201,000 
Jefferson Ave. S. Fir St. S. Elm St. 25 291 Overlay $39,000 
S. Toppenish Ave. W. 1st Ave. W. 2nd Ave. 25 421 Overlay $115,000 
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TABLE 3-3 
Street PCR Value 

(Sorted by PCR Value) 
 

Street From To PCR 
Length 

(ft) 
Recommended 

Treatment Cost 
W. 6th Ave. S. Alder St. S. Division St. 25 747 Overlay $93,000 
Washington Ave. Toppenish Ave. Beech St. 25 596 Overlay $84,000 
N. D St. Lincoln Ave. Toppenish Ave. 26 526 Overlay $70,000 
S. Date St. Jefferson Ave. Washington Ave. 29 337 Overlay $29,000 
S. I St. Satus Ave. E. 1st Ave. 29 336 Overlay $45,000 
S. Toppenish Ave. 1st Ave. RR Crossing 29 769 Overlay $162,000 
Guyette Lane W. 1st St. Rentschler Lane 30 829 Overlay $129,000 
N. J St. E. Toppenish Ave. Lincoln Ave. 30 541 Overlay $72,000 
S. Fir St. Madison Ave. Adams Ave. 30 650 Overlay $91,000 
N. F St. Lincoln Ave. Dayton Ave. 33 382 Overlay $54,000 
S. C St. E. Toppenish Ave. Satus Ave 33 336 Overlay $45,000 
Satus Ave. G St. L St. 33 1,733 Overlay $311,000 
S. J St. Satus Ave. E. 1st Ave. 34 329 Overlay $44,000 
Bonnie Lane Hammond Lane Penny Lane 35 836 Overlay $105,000 
Jackson St. Magnolia St. Juniper St. 35 945 Overlay $125,000 
Lincoln Ave. N. D St. N. L St. 35 2,714 Overlay $380,000 
Maple Court N. Beech St. End 35 716 Overlay $90,000 
N. C St. E. Toppenish Ave. Lincoln Ave. 35 527 Overlay $70,000 
Rentschler Lane Monroe Ave. Guyette Lane 35 561 Overlay $88,000 
S. F St. E 1st Ave. E 2nd Ave. 35 285 Overlay $40,000 
S. F St. Satus Ave. E 1st Ave. 35 337 Overlay $48,000 
S. Toppenish Ave. W. 2nd Ave. W. 3rd Ave. 35 433 Overlay $118,000 
S. Toppenish Ave. E. Side W. 3rd Ave. W. 4th Ave. 35 433 Overlay $41,000 
S. Toppenish Ave. E. Side W. 4th Ave. W. 5th Ave. 35 417 Overlay $39,000 
Satus Ave. E Toppenish Ave. Lincoln Ave. 35 537 Overlay $76,000 
W. 1st Ave. S. Beech St. S. Elm St. 35 1,382 Overlay $226,000 
S. G St. Satus Ave. E. 1st St. 36 337 Overlay $50,000 
S. C St. Satus Ave. E. 1st Ave. 40 351 Overlay $47,000 
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TABLE 3-3 
Street PCR Value 

(Sorted by PCR Value) 
 

Street From To PCR 
Length 

(ft) 
Recommended 

Treatment Cost 
N. Alder St. Chehalis Ave. N. D St. 41 959 Overlay $127,000 
S. G St. E. Toppenish Ave. Satus Ave. 43 336 Overlay $50,000 
S. Toppenish Ave. E. Side W. 5th Ave. W. 6th Ave. 43 384 Overlay $36,000 
Adams Ave. Robart Lane Berger Lane 45 596 Overlay $75,000 
Asotin Ave. Buena Way E. Toppenish Ave. 45 2,244 Overlay $332,000 
Jefferson Ave. Juniper St. S. Fir St. 45 2,061 Overlay $257,000 
Juniper St. Monroe Ave. Jackson St. 45 395 Overlay $53,000 
Katsura St. Jackson St. S. C/L 45 430 Overlay $51,000 
Linden Street Jackson St. 400' S. of intersection 45 400 Overlay $53,000 
Monroe Ave. S. Elm St. W. 1st St. 45 570 Overlay $71,000 
N. Beech St. Asotin Ave. Chehalis Ave. 45 564 Overlay $97,000 
N. Fir St. Asotin Ave. Chehalis/Franklin Ave. Int. 45 762 Overlay $101,000 
S. Date St. Madison Ave. Jefferson Ave. 45 490 Overlay $42,000 
S. Date St. W. 1st Ave. Monroe Ave. 45 232 Overlay $20,000 
S. Toppenish Ave. E. Side W. 6th Ave. End 45 403 Overlay $38,000 
Satus Ave. Asotin Ave. S. C St. 45 340 Overlay $40,000 
Satus Ave. S. C St. S. G St. 45 1,326 Overlay $238,000 
Ellensburg Ave. N. Beech St. N. Chestnut St. 48 292 Overlay $28,000 
Bolin Dr. W. 2nd Ave. W. 3rd Ave. 50 432 BST $6,000 
Dayton Ave. N. Beech St. N. Elm St. 50 978 BST $8,000 
Lincoln Ave. Asotin Ave. N. D St. 50 1,437 BST $17,000 
N. Beech St. Dayton Ave. Chehalis Ave. 50 440 BST $7,000 
N. D St. Lincoln Ave. Zillah Ave. 50 1,328 BST $11,000 
N. Elm St. Bellingham Ave. Chehalis Ave. 50 367 BST $5,000 
S. Alder St. W. 4th Ave. W. 5th Ave. 50 406 BST $6,000 
S. Beech St. W. 5th Ave. SR 22 50 792 BST $8,000 
S. Chestnut St. Jefferson Ave. Washington Ave. 50 339 BST $4,000 
S. Chestnut St. Madison Ave. W. 1st Ave. 50 311 BST $4,000 
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TABLE 3-3 
Street PCR Value 

(Sorted by PCR Value) 
 

Street From To PCR 
Length 

(ft) 
Recommended 

Treatment Cost 
S. Date St. Madison Ave. Monroe Ave. 50 336 BST $3,000 
Washington Ave. Beech St. S. Elm St. 50 945 BST $12,000 
Juniper St. Madison Ave. Monroe Ave. 52 334 BST $4,000 
N. Elm St. Asotin Ave. Bellingham Ave. 52 366 BST $5,000 
L St. (N. Myers Rd) N. C/L S. C/L 53 1,400 BST $11,000 
Idaho Ave. N. Elm St. N. D St. 55 1,332 BST $11,000 
S. Chestnut St. Madison Ave. Jefferson Ave. 55 486 BST $6,000 
N. A St. Lincoln Ave. N. Beech St. 59 358 BST $5,000 
Adams Ave. Juniper St. Fir St. 60 2,050 BST $24,000 
Asotin Ave. Buena Way West Urban Boundary 60 843 BST $13,000 
Bolin Dr. W. 1st Ave. W. 2nd Ave. 60 403 BST $6,000 
Brooks Lane Robart Lane Berger Lane 60 619 BST $7,000 
Chehalis Ave. N. Fir St. N. B St. 60 1,675 BST $22,000 
Dayton Ave. N. Alder St. N. Beech St. 60 333 BST $3,000 
E. 1st Ave. S. L St. G St. 60 1,749 BST $25,000 
Hoquiam Ave. Buena Way N. Hawthorne St. 60 292 BST $4,000 
Lee Ave N. Hawthorne St. Gardenia St. 60 219 BST $3,000 
Lillie Lane W. 4th Ave. Beech St. 60 1,507 BST $18,000 
Lillie Lane W. 4th Ave. Pioneer Park 60 484 BST $5,000 
N. Beech St. N. D St. Dayton Ave. 60 851 BST $13,000 
N. Date St. Bellingham Ave. Chehalis Ave. 60 363 BST $4,000 
N. Date St. Chahalis Ave. Dayton Ave. 60 436 BST $5,000 
N. Date St. Dayton Ave. Idaho Ave. 60 1,485 BST $16,000 
N. E St. Dayton Ave. Ellensburg Ave. 60 385 BST $4,000 
N. F St. Dayton Ave. Ellensburg Ave. 60 381 BST $5,000 
N. F St. Ellensburg Ave. Zillah Ave. 60 471 BST $6,000 
N. Hawthorne St. Goldendale Ave. End 60 734 BST $8,000 
S. Alder St. W. 2nd Ave. W. 3rd Ave. 60 432 BST $6,000 
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TABLE 3-3 
Street PCR Value 

(Sorted by PCR Value) 
 

Street From To PCR 
Length 

(ft) 
Recommended 

Treatment Cost 
S. Alder St. W. 3rd Ave. W. 4th Ave. 60 440 BST $6,000 
S. Beech St. W. 2nd Ave. W. 1st Ave. 60 408 BST $6,000 
S. Beech St. W. 2nd Ave. W. 3rd Ave. 60 434 BST $6,000 
S. Beech St. W. 3rd Ave. W. 4th Ave. 60 436 BST $6,000 
S. Beech St. W. 4th Ave. W. 5th Ave. 60 415 BST $6,000 
S. Ivy St. Adams Ave. Washington Ave. 60 299 BST $4,000 
S. Ivy St. Madison Ave. Adams Ave. 60 307 BST $4,000 
S. N St. Satus Ave. E. 1st Ave. 60 333 BST $3,000 
W. 3rd Ave. Lillie Ave. Bolin Dr. 60 791 BST $9,000 
W. 3rd St. Bolin Dr. S. Division St. 60 1,539 BST $18,000 
W. 4th Ave. S. Elm St. Division St. 60 2,661 BST $32,000 
Goldendale Ave. Buena Way Railroad 62 609 BST $5,000 
S. D St. E. Toppenish Ave Satus Ave. 62 336 BST $4,000 
S. D St. Satus Ave. E. 1st St. 62 337 BST $4,000 
Adams Ave. Robart Lane S. Fir St. 63 3,257 BST $37,000 
Dayton Ave. N. D St. N. G St. 63 997 BST $13,000 
Dayton Ave. Pearne St. N. Alder St. 63 250 BST $2,000 
N. E St. Lincoln Ave. Dayton Ave. 63 385 BST $4,000 
S. H St. E. Toppenish Ave. Satus Ave. 63 342 BST $3,000 
S. Juniper St. Jefferson Ave. Madison Ave. 63 307 BST $4,000 
Juniper St. Jackson St. S. C/L 64 398 BST $5,000 
N. Elm St. Chehalis Ave. Franklin Ave. 64 351 BST $4,000 
E. 3rd Ave. S. Division St. Del Monte 65 1,217 BST $16,000 
Hammond Lane Past Bonnie Lane Robart Lane 65 531 BST $6,000 
Magnolia St. Jackson St. S. C/L 65 298 BST $4,000 
N. Elm St. Franklin Ave. End 65 1,253 BST $15,000 
Jackson St. Juniper St. Dead End 67 346 BST $4,000 
Asotin Ave. E. Toppenish Ave. E. 1st St. 70 1,042 BST $11,000 
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TABLE 3-3 
Street PCR Value 

(Sorted by PCR Value) 
 

Street From To PCR 
Length 

(ft) 
Recommended 

Treatment Cost 
Jackson St. Magnolia St. Gravel Parking Lot 70 339 BST $3,000 
Jefferson Ave. Robart Lane Juniper St. 70 872 BST $10,000 
Madison Ave. S. Elm St. W. 1st Ave. 70 941 BST $11,000 
N. B St. Lincoln Ave. N Alder St. 70 245 BST $4,000 
N. Chestnut St. Asotin Ave. Bellingham Ave. 70 257 BST $3,000 
N. Chestnut St. Bellingham Ave. Chehalis Ave. 70 366 BST $3,000 
N. Date St. Asotin Ave. Bellingham Ave. 70 336 BST $4,000 
N. E St. Ellensburg Ave. Zillah Ave. 70 471 BST $5,000 
N. G St. E. Toppenish Ave. Lincoln Ave. 70 540 BST $8,000 
Penny Lane Hammond Lane Adams Ave. 70 795 BST $9,000 
Robart Lane Hammond Lane Brooks Lane 70 1,078 BST $12,000 
S. Alder St. W. 5th St. S. C/L 70 835 BST $8,000 
S. Beech St. W. 1st Ave. Jefferson Ave. 70 501 BST $6,000 
S. Beech St. Washington Ave. Jefferson Ave. 70 331 BST $4,000 
S. E St. E. 1st St. S. G St. 70 1,377 BST $12,000 
S. E St. Satus Ave. E. 1st Ave. 70 339 BST $3,000 
S. Gardenia St. Jefferson Ave. Adams Ave. 70 310 BST $3,000 
S. Gardenia St. Madison Ave. Jefferson Ave. 70 309 BST $3,000 
S. Gardenia St. Washington Ave. Adams Ave. 70 307 BST $3,000 
S. Hawthorne St. Jefferson Ave. Adams Ave. 70 306 BST $4,000 
S. Hawthorne St. Madison Ave. Jefferson Ave. 70 310 BST $4,000 
Van Ave. N. Hawthorne St. N. Gardenia St. 70 229 BST $3,000 
W. 3rd Ave. S. Elm St. Carlson St. 70 664 BST $10,000 
Washington Ave. S. Elm St. N. C/L 70 3,666 BST $47,000 
Bolin Dr. Lillie Lane W. 4th Ave 74 941 BST $12,000 
Ellensburg Ave. N. D St. N. G St. 74 990 BST $12,000 
Madison Ave. S. Juniper St. S. Elm St. 74 2,396 BST $24,000 
S. E St. E Toppenish Ave. Satus Ave. 74 333 BST $3,000 
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TABLE 3-3 
Street PCR Value 

(Sorted by PCR Value) 
 

Street From To PCR 
Length 

(ft) 
Recommended 

Treatment Cost 
N. A St. E. Toppenish Ave. Lincoln Ave. 75 529 None $0 
S. Hawthorne St. Monroe Ave. Madison Ave. 75 346 None $0 
E. McDonald Road Buena Way W C/L 76 430 None $0 
E. Toppenish Ave. I St. Railroad 78 2,992 None $0 
E. Toppenish Ave. L St. I St. 78 1,079 None $0 
N. Chestnut St. Chehalis Ave. Dayton Ave. 78 437 None $0 
N. Gardenia St. Goldendale Ave. Lee Ave. 78 653 None $0 
Pearne St. Lincoln Ave. N. D St. 78 809 None $0 
S. Alder St. W. 1st Ave. W 2nd Ave. 78 415 None $0 
S. Hawthorne St. Adams Ave. Washington Ave. 78 306 None $0 
Bellingham Ave. N. Fir St. N. Beech St. 80 1,280 None $0 
Monroe Ave. S. Juniper St. S. Hawthorne St. 80 1,090 None $0 
S. Ivy St. Monroe Ave. Madison Ave. 80 340 None $0 
W. 1st Ave. S. Elm St. W. C/L 80 1,362 None $0 
N. G St. Lincoln Ave. Zillah Ave. 82 1,325 None $0 
N. B St. Lincoln Ave. E. Toppenish Ave. 83 529 None $0 
W. 1st Ave. S. Division St. S. Toppenish Ave. 84 340 None $0 
N. Chestnut Ave. Dayton Ave. Idaho Ave. 85 1,789 None $0 
N. D St. Zillah Ave. Idaho Ave. 85 1,404 None $0 
S. Alder St. Washington Ave. W. 1st Ave. 85 552 None $0 
S. Carlson St. W. 1st Ave. W. 3rd Ave. 85 642 None $0 
S. Division St. S. Toppenish Ave. To E/W 3rd Ave. 85 1,410 None $0 
Franklin Ave. N. Fir St. N. Elm St. 86 503 None $0 
S. B St. E. Toppenish Ave. Satus Ave. 86 328 None $0 
Bolin Dr. W. 3rd Ave. W. 4th Ave. 87 430 None $0 
N. K St. E. Toppenish Ave. Lincoln Ave. 90 541 None $0 
S. Division St. E/W 3rd St. S C/L 90 1,757 None $0 
S. K St. E. Toppenish Ave. Satus Ave. 90 342 None $0 
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TABLE 3-3 
Street PCR Value 

(Sorted by PCR Value) 
 

Street From To PCR 
Length 

(ft) 
Recommended 

Treatment Cost 
Wishkoski Way E. 3rd Ave. End 95 1,815 None $0 
S. K St. Satus Ave. E. 1st Ave. 96 340 None $0 
S. Juniper St. Adams Ave. Jefferson Ave. 100 316 None $0 
S. Juniper St. Washington Ave. Adams Ave. 100 306 None $0 
W. 1st Ave. Toppenish Ave. S. Beech St. 100 880 None $0 
Zillah Ave. N. D St. N. G St. 100 994 None $0 
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Table 3-4 

Street PCR Values 
(Sorted by Street Name) 

 

Street From To PCR 
Length 

(ft) 
Recommended 

Treatment Cost 
Adams Ave. Juniper St. Fir St. 60 2,050 BST $24,000 
Adams Ave. Robart Lane Berger Lane 45 596 Overlay $75,000 
Adams Ave. Robart Lane S. Fir St. 63 3,257 BST $37,000 
Asotin Ave. Buena Way E. Toppenish Ave. 45 2,244 Overlay $332,000 
Asotin Ave. Buena Way West Urban Boundary 60 843 BST $13,000 
Asotin Ave. E. Toppenish Ave. E. 1st St. 70 1,042 BST $11,000 
Bellingham Ave. N. Fir St. N. Beech St. 80 1,280 None $0 
Bolin Dr. Lillie Lane W. 4th Ave 74 941 BST $12,000 
Bolin Dr. W. 1st Ave. W. 2nd Ave. 60 403 BST $6,000 
Bolin Dr. W. 2nd Ave. W. 3rd Ave. 50 432 BST $6,000 
Bolin Dr. W. 3rd Ave. W. 4th Ave. 87 430 None $0 
Bonnie Lane Hammond Lane Penny Lane 35 836 Overlay $105,000 
Brooks Lane Robart Lane Berger Lane 60 619 BST $7,000 
Chehalis Ave. N. Fir St. N. B St. 60 1,675 BST $22,000 
Cul De Sac (East Side) at Lillie Lane   15 145 Reconstruction $31,000 
Dayton Ave. N. Alder St. N. Beech St. 60 333 BST $3,000 
Dayton Ave. N. Beech St. N. Elm St. 50 978 BST $8,000 
Dayton Ave. N. D St. N. G St. 63 997 BST $13,000 
Dayton Ave. Pearne St. N. Alder St. 63 250 BST $2,000 
E. 1st Ave. G St. RR X-ing 19 1,314 Reconstruction $338,000 
E. 1st Ave. S. L St. G St. 60 1,749 BST $25,000 
E. 2nd Ave. RR Tracks E. side S. Division St. 19 1,197 Reconstruction $278,000 
E. 2nd Ave. S. E St. S. G St. 25 631 Overlay $79,000 
E. 3rd Ave. S. Division St. Del Monte 65 1,217 BST $16,000 
E. McDonald Road Buena Way W C/L 76 430 None $0 
E. Toppenish Ave. I St. Railroad 78 2,992 None $0 
E. Toppenish Ave. L St. I St. 78 1,079 None $0 
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Table 3-4 
Street PCR Values 

(Sorted by Street Name) 
 

Street From To PCR 
Length 

(ft) 
Recommended 

Treatment Cost 
Ellensburg Ave. N. Beech St. N. Chestnut St. 48 292 Overlay $28,000 
Ellensburg Ave. N. D St. N. G St. 74 990 BST $12,000 
Franklin Ave. Buena Way N. Fir St. 15 852 Reconstruction $124,000 
Franklin Ave. N. Fir St. N. Elm St. 86 503 None $0 
Goldendale Ave. Buena Way N. Fir St. 15 859 Reconstruction $200,000 
Goldendale Ave. Buena Way Railroad 62 609 BST $5,000 
Guyette Lane W. 1st St. Rentschler Lane 30 829 Overlay $129,000 
Hammond Lane Past Bonnie Lane Robart Lane 65 531 BST $6,000 
Hoquiam Ave. Buena Way N. Hawthorne St. 60 292 BST $4,000 
Idaho Ave. N. Elm St. N. D St. 55 1,332 BST $11,000 
Jackson St. Juniper St. Dead End 67 346 BST $4,000 
Jackson St. Magnolia St. Gravel Parking Lot 70 339 BST $3,000 
Jackson St. Magnolia St. Juniper St. 35 945 Overlay $125,000 
Jefferson Ave. Elm St. W. 1st St. 25 1,516 Overlay $201,000 
Jefferson Ave. Juniper St. S. Fir St. 45 2,061 Overlay $257,000 
Jefferson Ave. Robart Lane Juniper St. 70 872 BST $10,000 
Jefferson Ave. S. Fir St. S. Elm St. 25 291 Overlay $39,000 
Juniper St. Jackson St. S. C/L 64 398 BST $5,000 
Juniper St. Madison Ave. Monroe Ave. 52 334 BST $4,000 
Juniper St. Monroe Ave. Jackson St. 45 395 Overlay $53,000 
Katsura St. Jackson St. S. C/L 45 430 Overlay $51,000 
L St. (N. Myers Rd) N. C/L S. C/L 53 1,400 BST $11,000 
Lee Ave N. Hawthorne St. Gardenia St. 60 219 BST $3,000 
Lillie Lane W. 4th Ave. Beech St. 60 1,507 BST $18,000 
Lillie Lane W. 4th Ave. Pioneer Park 60 484 BST $5,000 
Lincoln Ave. Asotin Ave. N. D St. 50 1,437 BST $17,000 
Lincoln Ave. N. D St. N. L St. 35 2,714 Overlay $380,000 
Linden Street Jackson St. 400' S. of intersection 45 400 Overlay $53,000 
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Table 3-4 
Street PCR Values 

(Sorted by Street Name) 
 

Street From To PCR 
Length 

(ft) 
Recommended 

Treatment Cost 
Madison Ave. S. Elm St. W. 1st Ave. 70 941 BST $11,000 
Madison Ave. S. Juniper St. S. Elm St. 74 2,396 BST $24,000 
Magnolia St. Jackson St. S. C/L 65 298 BST $4,000 
Maple Court N. Beech St. End 35 716 Overlay $90,000 
Monroe Ave. S. Elm St. Rentschler Lane 22 591 Reconstruction $116,000 
Monroe Ave. S. Elm St. W. 1st St. 45 570 Overlay $71,000 
Monroe Ave. S. Juniper St. S. Hawthorne St. 80 1,090 None $0 
N. A St. E. Toppenish Ave. Lincoln Ave. 75 529 None $0 
N. A St. Lincoln Ave. N. Beech St. 59 358 BST $5,000 
N. Alder St. Chehalis Ave. N. D St. 41 959 Overlay $127,000 
N. B St. Lincoln Ave. E. Toppenish Ave. 83 529 None $0 
N. B St. Lincoln Ave. N Alder St. 70 245 BST $4,000 
N. Beech St. Asotin Ave. Chehalis Ave. 45 564 Overlay $97,000 
N. Beech St. Dayton Ave. Chehalis Ave. 50 440 BST $7,000 
N. Beech St. N. D St. Dayton Ave. 60 851 BST $13,000 
N. C St. E. Toppenish Ave. Lincoln Ave. 35 527 Overlay $70,000 
N. Chestnut Ave. Dayton Ave. Idaho Ave. 85 1,789 None $0 
N. Chestnut St. Asotin Ave. Bellingham Ave. 70 257 BST $3,000 
N. Chestnut St. Bellingham Ave. Chehalis Ave. 70 366 BST $3,000 
N. Chestnut St. Chehalis Ave. Dayton Ave. 78 437 None $0 
N. D St. Lincoln Ave. Toppenish Ave. 26 526 Overlay $70,000 
N. D St. Lincoln Ave. Zillah Ave. 50 1,328 BST $11,000 
N. D St. Zillah Ave. Idaho Ave. 85 1,404 None $0 
N. Date St. Asotin Ave. Bellingham Ave. 70 336 BST $4,000 
N. Date St. Bellingham Ave. Chehalis Ave. 60 363 BST $4,000 
N. Date St. Chahalis Ave. Dayton Ave. 60 436 BST $5,000 
N. Date St. Dayton Ave. Idaho Ave. 60 1,485 BST $16,000 
N. E St. Dayton Ave. Ellensburg Ave. 60 385 BST $4,000 
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Table 3-4 
Street PCR Values 

(Sorted by Street Name) 
 

Street From To PCR 
Length 

(ft) 
Recommended 

Treatment Cost 
N. E St. E. Toppenish Ave. Lincoln Ave. 19 533 Reconstruction $98,000 
N. E St. Ellensburg Ave. Zillah Ave. 70 471 BST $5,000 
N. E St. Lincoln Ave. Dayton Ave. 63 385 BST $4,000 
N. Elm St. Asotin Ave. Bellingham Ave. 52 366 BST $5,000 
N. Elm St. Bellingham Ave. Chehalis Ave. 50 367 BST $5,000 
N. Elm St. Chehalis Ave. Franklin Ave. 64 351 BST $4,000 
N. Elm St. Franklin Ave. End 65 1,253 BST $15,000 
N. F St. Dayton Ave. Ellensburg Ave. 60 381 BST $5,000 
N. F St. Ellensburg Ave. Zillah Ave. 60 471 BST $6,000 
N. F St. Lincoln Ave. Dayton Ave. 33 382 Overlay $54,000 
N. Fir St. Asotin Ave. Chehalis/Franklin Ave. Int. 45 762 Overlay $101,000 
N. Fir St. Franklin Ave. END 23 1,281 Reconstruction $267,000 
N. G St. E. Toppenish Ave. Lincoln Ave. 70 540 BST $8,000 
N. G St. Lincoln Ave. Zillah Ave. 82 1,325 None $0 
N. Gardenia St. Goldendale Ave. Lee Ave. 78 653 None $0 
N. H St. E. Toppenish Ave. Lincoln Ave. 10 541 Reconstruction $106,000 
N. Hawthorne St. Goldendale Ave. End 60 734 BST $8,000 
N. I St. E. Toppenish Ave. Lincoln Ave. 15 543 Reconstruction $113,000 
N. J St. E. Toppenish Ave. Lincoln Ave. 30 541 Overlay $72,000 
N. K St. E. Toppenish Ave. Lincoln Ave. 90 541 None $0 
Pearne St. Lincoln Ave. N. D St. 78 809 None $0 
Penny Lane Hammond Lane Adams Ave. 70 795 BST $9,000 
Rentschler Lane Monroe Ave. Guyette Lane 35 561 Overlay $88,000 
Robart Lane Hammond Lane Brooks Lane 70 1,078 BST $12,000 
S. Alder St. W. 1st Ave. W 2nd Ave. 78 415 None $0 
S. Alder St. W. 2nd Ave. W. 3rd Ave. 60 432 BST $6,000 
S. Alder St. W. 3rd Ave. W. 4th Ave. 60 440 BST $6,000 
S. Alder St. W. 4th Ave. W. 5th Ave. 50 406 BST $6,000 
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Table 3-4 
Street PCR Values 

(Sorted by Street Name) 
 

Street From To PCR 
Length 

(ft) 
Recommended 

Treatment Cost 
S. Alder St. W. 5th St. S. C/L 70 835 BST $8,000 
S. Alder St. Washington Ave. W. 1st Ave. 85 552 None $0 
S. B St. E. Toppenish Ave. Satus Ave. 86 328 None $0 
S. Beech St. W. 1st Ave. Jefferson Ave. 70 501 BST $6,000 
S. Beech St. W. 2nd Ave. W. 1st Ave. 60 408 BST $6,000 
S. Beech St. W. 2nd Ave. W. 3rd Ave. 60 434 BST $6,000 
S. Beech St. W. 3rd Ave. W. 4th Ave. 60 436 BST $6,000 
S. Beech St. W. 4th Ave. W. 5th Ave. 60 415 BST $6,000 
S. Beech St. W. 5th Ave. SR 22 50 792 BST $8,000 
S. Beech St. Washington Ave. Jefferson Ave. 70 331 BST $4,000 
S. C St. E. Toppenish Ave. Satus Ave 33 336 Overlay $45,000 
S. C St. Satus Ave. E. 1st Ave. 40 351 Overlay $47,000 
S. Carlson St. W. 1st Ave. W. 3rd Ave. 85 642 None $0 
S. Chestnut St. Jefferson Ave. Washington Ave. 50 339 BST $4,000 
S. Chestnut St. Madison Ave. Jefferson Ave. 55 486 BST $6,000 
S. Chestnut St. Madison Ave. W. 1st Ave. 50 311 BST $4,000 
S. D St. E. Toppenish Ave Satus Ave. 62 336 BST $4,000 
S. D St. Satus Ave. E. 1st St. 62 337 BST $4,000 
S. Date St. Jefferson Ave. Washington Ave. 29 337 Overlay $29,000 
S. Date St. Madison Ave. Jefferson Ave. 45 490 Overlay $42,000 
S. Date St. Madison Ave. Monroe Ave. 50 336 BST $3,000 
S. Date St. W. 1st Ave. Monroe Ave. 45 232 Overlay $20,000 
S. Division St. E/W 3rd St. S C/L 90 1,757 None $0 
S. Division St. S. Toppenish Ave. To E/W 3rd Ave. 85 1,410 None $0 
S. E St. E Toppenish Ave. Satus Ave. 74 333 BST $3,000 
S. E St. E. 1st St. S. G St. 70 1,377 BST $12,000 
S. E St. Satus Ave. E. 1st Ave. 70 339 BST $3,000 
S. F St. E 1st Ave. E 2nd Ave. 35 285 Overlay $40,000 
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Table 3-4 
Street PCR Values 

(Sorted by Street Name) 
 

Street From To PCR 
Length 

(ft) 
Recommended 

Treatment Cost 
S. F St. E. Toppenish Ave. Satus Ave. 10 333 Reconstruction $74,000 
S. F St. Satus Ave. E 1st Ave. 35 337 Overlay $48,000 
S. Fir St. Adams Ave. Washington Ave. 23 347 Reconstruction $51,000 
S. Fir St. Madison Ave. Adams Ave. 30 650 Overlay $91,000 
S. G St. E. First Ave. S. Corporate Limits 5 1,295 Reconstruction $356,000 
S. G St. E. Toppenish Ave. Satus Ave. 43 336 Overlay $50,000 
S. G St. Satus Ave. E. 1st St. 36 337 Overlay $50,000 
S. Gardenia St. Jefferson Ave. Adams Ave. 70 310 BST $3,000 
S. Gardenia St. Madison Ave. Jefferson Ave. 70 309 BST $3,000 
S. Gardenia St. Washington Ave. Adams Ave. 70 307 BST $3,000 
S. H St. E. Toppenish Ave. Satus Ave. 63 342 BST $3,000 
S. Hawthorne St. Adams Ave. Washington Ave. 78 306 None $0 
S. Hawthorne St. Jefferson Ave. Adams Ave. 70 306 BST $4,000 
S. Hawthorne St. Madison Ave. Jefferson Ave. 70 310 BST $4,000 
S. Hawthorne St. Monroe Ave. Madison Ave. 75 346 None $0 
S. I St. E. Toppenish Ave. Satus Ave. 19 343 Reconstruction $72,000 
S. I St. Satus Ave. E. 1st Ave. 29 336 Overlay $45,000 
S. Ivy St. Adams Ave. Washington Ave. 60 299 BST $4,000 
S. Ivy St. Madison Ave. Adams Ave. 60 307 BST $4,000 
S. Ivy St. Monroe Ave. Madison Ave. 80 340 None $0 
S. J St. E. Toppenish Ave. Satus Ave. 15 337 Reconstruction $71,000 
S. J St. Satus Ave. E. 1st Ave. 34 329 Overlay $44,000 
S. Juniper St. Adams Ave. Jefferson Ave. 100 316 None $0 
S. Juniper St. Jefferson Ave. Madison Ave. 63 307 BST $4,000 
S. Juniper St. Washington Ave. Adams Ave. 100 306 None $0 
S. K St. E. Toppenish Ave. Satus Ave. 90 342 None $0 
S. K St. Satus Ave. E. 1st Ave. 96 340 None $0 
S. N St. Satus Ave. E. 1st Ave. 60 333 BST $3,000 
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Table 3-4 
Street PCR Values 

(Sorted by Street Name) 
 

Street From To PCR 
Length 

(ft) 
Recommended 

Treatment Cost 
S. Toppenish Ave. 1st Ave. RR Crossing 29 769 Overlay $162,000 
S. Toppenish Ave. W. 1st Ave. W. 2nd Ave. 25 421 Overlay $115,000 
S. Toppenish Ave. W. 2nd Ave. W. 3rd Ave. 35 433 Overlay $118,000 
S. Toppenish Ave. E. Side W. 3rd Ave. W. 4th Ave. 35 433 Overlay $41,000 
S. Toppenish Ave. E. Side W. 4th Ave. W. 5th Ave. 35 417 Overlay $39,000 
S. Toppenish Ave. E. Side W. 5th Ave. W. 6th Ave. 43 384 Overlay $36,000 
S. Toppenish Ave. E. Side W. 6th Ave. End 45 403 Overlay $38,000 
S. Toppenish Ave. W. Side W. 3rd Ave. W. 4th Ave. 19 428 Reconstruction $63,000 
S. Toppenish Ave. W. Side W. 4th Ave. W. 5th Ave. 15 415 Reconstruction $61,000 
S. Toppenish Ave. W. Side W. 5th Ave. W. 6th Ave. 22 384 Reconstruction $57,000 
S. Toppenish Ave. W. Side W. 6th Ave. End 22 403 Reconstruction $60,000 
Satus Ave. Asotin Ave. S. C St. 45 340 Overlay $40,000 
Satus Ave. E Toppenish Ave. Lincoln Ave. 35 537 Overlay $76,000 
Satus Ave. G St. L St. 33 1,733 Overlay $311,000 
Satus Ave. S. C St. S. G St. 45 1,326 Overlay $238,000 
Three Star Ave. N Elm St. Alley 15 229 Reconstruction $42,000 
Van Ave. N. Hawthorne St. N. Gardenia St. 70 229 BST $3,000 
W. 1st Ave. S. Beech St. S. Elm St. 35 1,382 Overlay $226,000 
W. 1st Ave. S. Division St. S. Toppenish Ave. 84 340 None $0 
W. 1st Ave. S. Elm St. W. C/L 80 1,362 None $0 
W. 1st Ave. Toppenish Ave. S. Beech St. 100 880 None $0 
W. 2nd Ave. S. Division St. S. Elm St. 24 2,696 Reconstruction $627,000 
W. 3rd Ave. Lillie Ave. Bolin Dr. 60 791 BST $9,000 
W. 3rd Ave. S. Elm St. Carlson St. 70 664 BST $10,000 
W. 3rd St. Bolin Dr. S. Division St. 60 1,539 BST $18,000 
W. 4th Ave. S. Elm St. Division St. 60 2,661 BST $32,000 
W. 5th Ave. Bolin Dr. S. Division St. 15 1,489 Reconstruction $292,000 
W. 6th Ave. S. Alder St. S. Division St. 25 747 Overlay $93,000 
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Table 3-4 
Street PCR Values 

(Sorted by Street Name) 
 

Street From To PCR 
Length 

(ft) 
Recommended 

Treatment Cost 
W. 6th Ave. S. Beech St. Dead End 10 262 Reconstruction $52,000 
Washington Ave. Beech St. S. Elm St. 50 945 BST $12,000 
Washington Ave. S. Elm St. N. C/L 70 3,666 BST $47,000 
Washington Ave. Toppenish Ave. Beech St. 25 596 Overlay $84,000 
Wishkoski Way E. 3rd Ave. End 95 1,815 None $0 
Zillah Ave. N. D St. N. G St. 100 994 None $0 
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Table 3-5 
Rehabilitation Costs 

 
Rehabilitation Method Cost per Square Yard1

Bituminous Surface Treatment2  $   3.00 
Overlay Rehabilitation3  $ 35.00 
Residential Road Reconstruction4  $ 55.00 
Arterial (Major Collector) Reconstruction5  $ 65.00 
Truck Route (Minor Arterial) Reconstruction6  $ 72.50 
 
1. Cost estimates are good for the 2005 construction season and should be inflated by a 5% factor for each year 

after that. 
2. Cost estimate assumes a single application of WSDOT Class B BST.  See Appendix C. 
3. Cost estimate assumes a 3-inch depth of Hot Mix Asphalt.  See Appendix D. 
4. Cost estimate assumes a 3-inch depth of Hot Mix Asphalt, 3-inch depth of Crushed Surfacing Top Course, 

and a 6-inch depth of Crushed Surfacing Base Course.  See Appendix E. 
5. Cost estimate assumes a 4-inch depth of Hot Mix Asphalt, 6-inch depth of Crushed Surfacing Top Course, 

and a 6-inch depth of Crushed Surfacing Base Course.  See Appendix F. 
6. Cost estimate assumes a 4-inch depth of Hot Mix Asphalt, 4-inch depth of Crushed Surfacing Top Course, 

and a 12-inch depth of Crushed Surfacing Base Course.  See Appendix G. 
 
 









APPENDIX A 
 

THE HOLE STORY 
FACT AND FALLACIES OF POTHOLES 

 





















APPENDIX B 
 

PAVEMENT CONDITION RATING 
FIELD SURVEY DATA 

 



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10010
Road Number

Adams Ave.
Street Name

Robart Lane
From

Berger Lane
To

2
Number of Lanes

010
Sequence Number

596

Length

32
Width

19,072
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

180.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

180.0
290.0 296.0

290.0 296.0
27.0

27.0

Direction

2,384X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

7.6

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

48.7
4.5

1.6

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

45

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

3
Functional Class

10010
Road Number

Adams Ave.
Street Name

Robart Lane
From

S. Fir St.
To

2
Number of Lanes

020
Sequence Number

3,257

Length

34
Width

110,738
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

520.0 828.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

520.0 828.0
525.0 61.0 102.0

525.0 61.0 102.0
40.0

40.0

Direction

13,028X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

Treatment Groups (Check one)

16.0 0.8

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

16.1 1.9
1.2

0.1

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

63

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

Road Number

Adams Ave.
Street Name

Juniper St.
From

Fir St.
To

2
Number of Lanes

020
Sequence Number

2,050

Length

34
Width

69,700
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

1.0 828.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

1.0 828.0
525.0 19.0 102.0

525.0 19.0 102.0
40.0

40.0

Direction

8,200X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

0.0

Treatment Groups (Check one)

1.2

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

25.6 0.9
2.0

0.2

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

60

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

2
Functional Class

10060
Road Number

Asotin Ave.
Street Name

Buena Way
From

West Urban Boundary
To

2
Number of Lanes

010
Sequence Number

843

Length

44
Width

37,092
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

1.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

1.0
235.0 4.0

235.0 4.0

Direction

3,372X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

0.0

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

27.9 0.5

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

60

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

3
Functional Class

10060
Road Number

Asotin Ave.
Street Name

Buena Way
From

E. Toppenish Ave.
To

2
Number of Lanes

020
Sequence Number

2,244

Length

38
Width

85,272
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

835.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

835.0
640.0 730.0 693.0

640.0 730.0 693.0
88.0

88.0

Direction

8,976X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

9.3
7.1

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

32.5
3.9

0.8

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

45

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10060
Road Number

Asotin Ave.
Street Name

E. Toppenish Ave.
From

E. 1st St.
To

2
Number of Lanes

030
Sequence Number

1,042

Length

30
Width

31,260
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

170.0 140.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

170.0 140.0
60.0 17.0

60.0 17.0

Direction

4,168X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

4.1

Treatment Groups (Check one)

13.4

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

5.8 1.6

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

70

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10150
Road Number

Bellingham Ave.
Street Name

N. Fir St.
From

N. Beech St.
To

2
Number of Lanes

010
Sequence Number

1,280

Length

36
Width

46,080
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

555.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

555.0
15.0 11.0 91.0

15.0 11.0 91.0
23.0

23.0

Direction

5,120X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Transverse Cracks

Treatment Groups (Check one)

1.2

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

1.2 0.9
1.8

0.2

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

80

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10170`
Road Number

Bolin Dr.
Street Name

Lillie Lane
From

W. 4th Ave
To

2
Number of Lanes

010
Sequence Number

941

Length

38
Width

35,758
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

80.0 385.0

80.0 385.0
2.0

2.0

Direction

3,764X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

8.5
0.2

1.1

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

74

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10170
Road Number

Bolin Dr.
Street Name

W. 3rd Ave.
From

W. 4th Ave.
To

2
Number of Lanes

020
Sequence Number

430

Length

38
Width

16,340
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

35.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

35.0
2.0

2.0
96.0

96.0

Direction

1,720X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

Treatment Groups (Check one)

8.1

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

0.5
0.6

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

87

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10170
Road Number

Bolin Dr.
Street Name

W. 2nd Ave.
From

W. 3rd Ave.
To

2
Number of Lanes

020
Sequence Number

432

Length

38
Width

16,416
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

50.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

50.0
340.0 22.0

340.0 22.0

Direction

1,728X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

2.9

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

78.7 5.1

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

50

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10170
Road Number

Bolin Dr.
Street Name

W. 1st Ave.
From

W. 2nd Ave.
To

2
Number of Lanes

020
Sequence Number

403

Length

38
Width

15,314
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

1.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

1.0
185.0 12.0

185.0 12.0
2.0

2.0

Direction

1,612X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

0.1

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

45.9 3.0
0.5

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

60

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10180
Road Number

Bonnie Lane
Street Name

Hammond Lane
From

Penny Lane
To

2
Number of Lanes

010
Sequence Number

836

Length

32
Width

26,752
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

265.0 215.0 272.0

265.0 215.0 272.0
23.0 18.0

23.0 18.0

Direction

3,344X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

7.9

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

25.7
2.8

1.0
0.1

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

35

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10200
Road Number

Brooks Lane
Street Name

Robart Lane
From

Berger Lane
To

2
Number of Lanes

010
Sequence Number

619

Length

32
Width

19,808
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

1.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

1.0
580.0 6.0

580.0 6.0
18.0

18.0

Direction

2,476X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

0.0

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

93.7 1.0
2.9

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

60

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

3
Functional Class

10240
Road Number

Chehalis Ave.
Street Name

N. Fir St.
From

N. B St.
To

2
Number of Lanes

010
Sequence Number

1,675

Length

38
Width

63,650
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

16.0 20.0 10.0 9,600.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

16.0 20.0 10.0 9,600.0
920.0 10.0 170.0 654.0

920.0 10.0 170.0 654.0
3.0

3.0

Direction

6,700X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

0.2

Treatment Groups (Check one)

1.2 0.6 15.1

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

54.9 0.6
0.2

0.3 1.0

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

60

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

Road Number

Cul De Sac (East Side)
Street Name

at Lillie Lane
From To

2
Number of Lanes

010
Sequence Number

145

Length

34
Width

4,930
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

40.0 168.0

40.0 168.0
160.0 5.0

160.0 5.0

Direction

580X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

6.9

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

110.3 3.5
3.4

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

15

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10310
Road Number

Dayton Ave.
Street Name

N. D St.
From

N. G St.
To

2
Number of Lanes

010
Sequence Number

997

Length

38
Width

37,886
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

70.0 494.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

70.0 494.0
129.0 9.0 552.0

129.0 9.0 552.0
20.0 17.0 2.0

20.0 17.0 2.0

Direction

3,988X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

Treatment Groups (Check one)

7.0 1.3

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

12.9
2.0

0.9
1.7

1.5
0.0

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

63

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10310
Road Number

Dayton Ave.
Street Name

N. Beech St.
From

N. Elm St.
To

2
Number of Lanes

020
Sequence Number

978

Length

24
Width

23,472
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

100.0 240.0 2.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

100.0 240.0 2.0
50.0 565.0 45.0 20.0 147.0

50.0 565.0 45.0 20.0 147.0
3.0 1.0

3.0 1.0

Direction

3,912X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

2.6
1.3

Treatment Groups (Check one)

24.5 0.2

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

57.8 4.6
0.3

0.1 0.6

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

50

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10310
Road Number

Dayton Ave.
Street Name

N. Alder St.
From

N. Beech St.
To

2
Number of Lanes

010
Sequence Number

333

Length

22
Width

7,326
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

1.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

1.0
108.0 12.0

108.0 12.0

Direction

1,332X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

0.1

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

32.4 3.6

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

60

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10310
Road Number

Dayton Ave.
Street Name

Pearne St.
From

N. Alder St.
To

2
Number of Lanes

010
Sequence Number

250

Length

22
Width

5,500
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

30.0 3.0 264.0

30.0 3.0 264.0
15.0 1.0 15.0

15.0 1.0 15.0

Direction

1,000X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

12.0
6.0

1.2
0.4 0.3

4.8

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

63

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

11080
Road Number

E. 1st Ave.
Street Name

S. L St.
From

G St.
To

2
Number of Lanes

010
Sequence Number

1,749

Length

42
Width

73,458
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

1.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

1.0
580.0 30.0 196.0

580.0 30.0 196.0
1.0

1.0

Direction

6,996X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

0.0

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

33.2 1.7
0.1

0.3

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

60

Population



(Total / C ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

11080
Road Number

E. 1st Ave.
Street Name

G St.
From

RR X-ing
To

2
Number of Lanes

020
Sequence Number

1,314

Length

42
Width

55,188
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

10,400.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

10,400.0
415.0 50.0 6.0 3,498.0

415.0 50.0 6.0 3,498.0
720.0 830.0 25.0 114.0

720.0 830.0 25.0 114.0

Direction

5,256X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

0.8
1.3

Treatment Groups (Check one)

18.8

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

3.8
63.2

0.5
1.9

6.3
0.2

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

19

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

11093
Road Number

E. 2nd Ave.
Street Name

S. E St.
From

S. G St.
To

2
Number of Lanes

010
Sequence Number

631

Length

32
Width

20,192
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

40.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

40.0
80.0 50.0 45.0

80.0 50.0 45.0
565.0 33.0 258.0

565.0 33.0 258.0

Direction

2,524X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

3.2

Treatment Groups (Check one)

0.2

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

7.9
89.5 5.2

0.2
1.3

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

25

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

11095
Road Number

E. 2nd Ave.
Street Name

RR Tracks E. Side
From

S. Division St.
To

2
Number of Lanes

010
Sequence Number

1,197

Length

38
Width

45,486
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

180.0 795.0 29.0 134.0

180.0 795.0 29.0 134.0

Direction

4,788X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

3.8

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

66.4 2.4 0.3

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

19

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

11100
Road Number

E. 3rd Ave.
Street Name

S. Division St.
From

Del Monte
To

2
Number of Lanes

030
Sequence Number

1,217

Length

38
Width

46,246
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

85.0 630.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

85.0 630.0
30.0 120.0 228.0

30.0 120.0 228.0

Direction

4,868X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

1.8

Treatment Groups (Check one)

51.8

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

2.5 9.9 0.5

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

65

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

Road Number

E. McDonald Road
Street Name

Buena Way
From

W C/L
To

2
Number of Lanes

010
Sequence Number

430

Length

24
Width

10,320
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

80.0 30.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

80.0 30.0

25.0 4.0 444.0

25.0 4.0 444.0

Direction

1,720X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

4.7

Treatment Groups (Check one)

7.0

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

5.8 0.9 4.3

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

76

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

2
Functional Class

11020
Road Number

E. Toppenish Ave.
Street Name

L St.
From

I St.
To

2
Number of Lanes

005
Sequence Number

1,079

Length

54
Width

58,266
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

170.0 162.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

170.0 162.0
20.0 16.0 450.0 216.0

20.0 16.0 450.0 216.0

Direction

4,316X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

Treatment Groups (Check one)

15.8 0.3

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

1.9 1.5 0.8 0.4

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

78

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

2
Functional Class

11020
Road Number

E. Toppenish Ave.
Street Name

I St.
From

Railroad
To

2
Number of Lanes

010
Sequence Number

2,992

Length

54
Width

161,568
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

480.0 861.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

480.0 861.0
300.0 42.0 1,957.0

300.0 42.0 1,957.0
165.0 9.0 300.0 340.0

165.0 9.0 300.0 340.0

Direction

11,968X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

Treatment Groups (Check one)

16.0 0.5

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

10.0
5.5

1.4
0.3 0.2

1.2
0.2

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

78

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10370
Road Number

Ellensburg Ave.
Street Name

N. D St.
From

N. G St.
To

2
Number of Lanes

010
Sequence Number

990

Length

36
Width

35,640
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

81.0 14.0 352.0

81.0 14.0 352.0
19.0 264.0

19.0 264.0

Direction

3,960X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

8.2 1.4
1.9

1.0
0.7

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

74

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10380
Road Number

Ellensburg Ave.
Street Name

N. Beech St.
From

N. Chestnut St.
To

2
Number of Lanes

010
Sequence Number

292

Length

24
Width

7,008
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

220.0 48.0

220.0 48.0
50.0 7.0

50.0 7.0

Direction

1,168X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Transverse Cracks

18.8
4.3

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

2.4
0.7

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

48

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

3
Functional Class

10480
Road Number

Franklin Ave.
Street Name

Buena Way
From

N. Fir St.
To

2
Number of Lanes

010
Sequence Number

852

Length

20
Width

17,040
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

50.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

50.0
285.0 200.0 1.0 1,737.0

285.0 200.0 1.0 1,737.0
315.0 25.0 700.0 327.0

315.0 25.0 700.0 327.0

Direction

3,408X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

1.5
8.4

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

23.5
37.0

0.1
2.9 4.1

10.2
1.9

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

15

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10460
Road Number

Franklin Ave.
Street Name

N. Fir St.
From

N. Elm St.
To

2
Number of Lanes

020
Sequence Number

503

Length

28
Width

14,084
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

50.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

50.0
1.0

1.0

Direction

2,012X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Transverse Cracks

2.5

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

0.2

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

86

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10520
Road Number

Goldendale Ave.
Street Name

Buena Way
From

Railroad
To

2
Number of Lanes

010
Sequence Number

609

Length

22
Width

13,398
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

115.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

115.0
85.0 35.0 5.0 104.0

85.0 35.0 5.0 104.0
10.0 1.0

10.0 1.0

Direction

2,436X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

3.5
0.4

Treatment Groups (Check one)

18.9

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

5.8 0.8
0.2

0.8

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

62

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10520
Road Number

Goldendale Ave.
Street Name

Buena Way
From

N. Fir St.
To

2
Number of Lanes

020
Sequence Number

859

Length

38
Width

32,642
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

470.0 275.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

470.0 275.0
65.0 7.0

65.0 7.0
270.0 21.0 54.0

270.0 21.0 54.0

Direction

3,436X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

13.7

Treatment Groups (Check one)

0.8

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

7.6
31.4

0.8
2.4 0.2

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

15

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10530
Road Number

Guyette Lane
Street Name

W. 1st St.
From

Rentschler Lane
To

2
Number of Lanes

010
Sequence Number

829

Length

40
Width

33,160
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

20.0 18.0

20.0 18.0
330.0 20.0 183.0

330.0 20.0 183.0

Direction

3,316X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

0.6

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

39.8 2.4
0.1
0.6

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

30

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10560
Road Number

Hammond Lane
Street Name

Past Bonnie Lane
From

Robart Lane
To

2
Number of Lanes

020
Sequence Number

531

Length

32
Width

16,992
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

35.0 370.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

35.0 370.0
350.0 24.0 36.0

350.0 24.0 36.0
8.0 18.0

8.0 18.0

Direction

2,124X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

1.7

Treatment Groups (Check one)

69.7

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

65.9 4.5
1.5

0.2
0.1

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

65

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10590
Road Number

Hoquiam Ave.
Street Name

Buena Way
From

N. Hawthorne St.
To

2
Number of Lanes

010
Sequence Number

292

Length

34
Width

9,928
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

1.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

1.0
290.0

290.0
11.0

11.0

Direction

1,168X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

0.1

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

99.3
3.8

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

60

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10640
Road Number

Idaho Ave.
Street Name

N. Elm St.
From

N. D St.
To

2
Number of Lanes

010
Sequence Number

1,332

Length

24
Width

31,968
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

35.0 365.0 1.0 78.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

35.0 365.0 1.0 78.0
55.0

55.0
20.0

20.0

Direction

5,328X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

0.7
1.0
0.4

Treatment Groups (Check one)

27.4 0.1 0.2

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

55

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10690
Road Number

Jackson St.
Street Name

Juniper St.
From

Dead End
To

2
Number of Lanes

010
Sequence Number

346

Length

34
Width

11,764
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

3,900.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

3,900.0

Direction

1,384X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Patching

Treatment Groups (Check one)

33.2

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

67

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10680
Road Number

Jackson St.
Street Name

Magnolia St.
From

Juniper St.
To

2
Number of Lanes

010
Sequence Number

945

Length

34
Width

32,130
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

500.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

500.0
242.0 31.0 68.0

242.0 31.0 68.0
2.0

2.0

Direction

3,780X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

13.2

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

25.6 3.3
0.2

0.2

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

35

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10690
Road Number

Jackson St.
Street Name

Magnolia St.
From

Gravel Parking Lot
To

2
Number of Lanes

010
Sequence Number

339

Length

26
Width

8,814
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

1.0 90.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

1.0 90.0
6.0

6.0

Direction

1,356X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

0.1

Treatment Groups (Check one)

26.6

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

1.8

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

70

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10700
Road Number

Jefferson Ave.
Street Name

Elm St.
From

W. 1st St.
To

2
Number of Lanes

020
Sequence Number

1,516

Length

34
Width

51,544
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

225.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

225.0
50.0 140.0 784.0

50.0 140.0 784.0
401.0 58.0 24.0

401.0 58.0 24.0

Direction

6,064X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

3.7
0.8

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

9.2
26.5 3.8

1.5
0.1

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

25

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

3
Functional Class

10700
Road Number

Jefferson Ave.
Street Name

S. Fir St.
From

S. Elm St.
To

2
Number of Lanes

010
Sequence Number

291

Length

34
Width

9,894
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

40.0 144.0

40.0 144.0
80.0 10.0

80.0 10.0

Direction

1,164X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

3.4

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

27.5 3.4
1.5

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

25

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10705
Road Number

Jefferson Ave.
Street Name

Juniper St.
From

S. Fir St.
To

2
Number of Lanes

020
Sequence Number

2,061

Length

32
Width

65,952
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

20.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

20.0
150.0 570.0 37.0 818.0

150.0 570.0 37.0 818.0
20.0 306.0

20.0 306.0

Direction

8,244X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

0.2
1.8

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

27.7 1.8
1.0

1.2
0.5

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

45

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10705
Road Number

Jefferson Ave.
Street Name

Robart Lane
From

Juniper St.
To

2
Number of Lanes

010
Sequence Number

872

Length

34
Width

29,648
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

1.0 450.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

1.0 450.0
32.0

32.0

Direction

3,488X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

0.0

Treatment Groups (Check one)

51.6

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

3.7

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

70

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10720
Road Number

Juniper St.
Street Name

Madison Ave.
From

Monroe Ave.
To

2
Number of Lanes

030
Sequence Number

334

Length

34
Width

11,356
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

120.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

120.0
50.0 2.0 16.0

50.0 2.0 16.0
20.0 6.0 102.0

20.0 6.0 102.0

Direction

1,336X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

9.0

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

15.0
6.0

0.6
1.8

0.1
0.9

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

52

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

107020
Road Number

Juniper St.
Street Name

Monroe Ave.
From

Jackson St.
To

2
Number of Lanes

030
Sequence Number

395

Length

34
Width

13,430
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

115.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

115.0
170.0 186.0

170.0 186.0
9.0 68.0

9.0 68.0

Direction

1,580X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

7.3

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

43.0
2.3

1.4
0.5

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

45

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10720
Road Number

Juniper St.
Street Name

Jackson St.
From

S. C/L
To

2
Number of Lanes

040
Sequence Number

398

Length

34
Width

13,532
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

50.0 600.0

50.0 600.0
15.0 136.0

15.0 136.0

Direction

1,592X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Patching

3.1
0.9

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

4.4
1.0

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

64

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10760
Road Number

Katsura St.
Street Name

Jackson St.
From

S. C/L
To

2
Number of Lanes

010
Sequence Number

430

Length

30
Width

12,900
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

120.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

120.0
55.0 260.0 220.0

55.0 260.0 220.0
17.0

17.0

Direction

1,720X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

7.0
3.2

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

60.5
4.0

1.7

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

45

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

2
Functional Class

10800
Road Number

L St. (N. Myers Rd)
Street Name

N. C/L
From

S. C/L
To

2
Number of Lanes

010
Sequence Number

1,400

Length

22
Width

30,800
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

205.0 4.0 563.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

205.0 4.0 563.0
360.0 1.0

360.0 1.0

Direction

5,600X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

6.4

Treatment Groups (Check one)

14.6 0.3 1.8

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

0.1

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

53

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10810
Road Number

Lee Ave.
Street Name

N. Hawthorne St.
From

Gardenia St.
To

2
Number of Lanes

010
Sequence Number

219

Length

30
Width

6,570
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

1.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

1.0
225.0 20.0

225.0 20.0

Direction

876X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

0.1

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

102.7 9.1

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

60

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10821
Road Number

Lillie Lane
Street Name

W. 4th Ave.
From

Pioneer Park
To

2
Number of Lanes

010
Sequence Number

484

Length

30
Width

14,520
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

1.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

1.0
155.0

155.0
12.0

12.0

Direction

1,936X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

0.1

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

32.0
2.5

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

60

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10820
Road Number

Lillie Lane
Street Name

W. 4th Ave.
From

Beech St.
To

2
Number of Lanes

010
Sequence Number

1,507

Length

34
Width

51,238
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

1.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

1.0
1,090.0 90.0

1,090.0 90.0
44.0

44.0

Direction

6,028X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

0.0

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

72.3
2.9

0.2

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

60

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10840
Road Number

Lincoln Ave.
Street Name

Asotin Ave.
From

N. D St.
To

2
Number of Lanes

010
Sequence Number

1,437

Length

34
Width

48,858
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

100.0 17.0 11.0 362.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

100.0 17.0 11.0 362.0
71.0 375.0 10.0

71.0 375.0 10.0

Direction

5,748X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

1.7
1.2

Treatment Groups (Check one)

1.2 0.8 0.7

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

26.1 0.7

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

50

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10840
Road Number

Lincoln Ave.
Street Name

N. D St.
From

N. L St.
To

2
Number of Lanes

020
Sequence Number

2,714

Length

36
Width

97,704
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

857.0 1,382.0 13.0 360.0 626.0

857.0 1,382.0 13.0 360.0 626.0
51.0 37.0 43.0

51.0 37.0 43.0

Direction

10,856X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

7.9
0.5

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

50.9
1.4

0.5
1.6

0.4 0.6

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

35

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10860
Road Number

Linden St.
Street Name

Jackson St.
From

400' S. of intersection
To

2
Number of Lanes

010
Sequence Number

400

Length

34
Width

13,600
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

230.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

230.0
40.0 50.0 6.0 667.0

40.0 50.0 6.0 667.0
30.0 10.0

30.0 10.0

Direction

1,600X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

14.4
2.5

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

12.5
7.5

1.5
2.5

4.9

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

45

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10870
Road Number

Madison Ave.
Street Name

S. Elm St.
From

W. 1st Ave.
To

2
Number of Lanes

020
Sequence Number

941

Length

32
Width

30,112
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

1.0 710.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

1.0 710.0
180.0 17.0 219.0

180.0 17.0 219.0
146.0

146.0

Direction

3,764X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

0.0

Treatment Groups (Check one)

75.5

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

19.1 1.8 0.7
0.5

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

70

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

3
Functional Class

10870
Road Number

Madison Ave.
Street Name

S. Juniper St.
From

S. Elm St.
To

2
Number of Lanes

010
Sequence Number

2,396

Length

30
Width

71,880
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

120.0 564.0

120.0 564.0
16.0

16.0

Direction

9,584X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

5.0 0.8
0.0

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

74

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10880
Road Number

Magnolia St.
Street Name

Jackson St.
From

S. C/L
To

2
Number of Lanes

010
Sequence Number

298

Length

32
Width

9,536
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

40.0 90.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

40.0 90.0

7.0

7.0

Direction

1,192X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

3.4

Treatment Groups (Check one)

30.2

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

2.4

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

65

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10890
Road Number

Maple Court
Street Name

N. Beech St.
From

End
To

2
Number of Lanes

010
Sequence Number

716

Length

32
Width

22,912
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

314.0 48.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

314.0 48.0
240.0 4.0 311.0

240.0 4.0 311.0
87.0 11.0

87.0 11.0

Direction

2,864X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

11.0

Treatment Groups (Check one)

0.2

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

33.5
12.2

0.6
1.5

1.4

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

35

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10900
Road Number

Monroe Ave.
Street Name

S. Elm St.
From

W. 1st St.
To

2
Number of Lanes

020
Sequence Number

570

Length

32
Width

18,240
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

200.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

200.0
260.0 17.0 430.0

260.0 17.0 430.0
9.0 32.0

9.0 32.0

Direction

2,280X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

8.8

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

45.6 3.0
1.6

2.4
0.2

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

45

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10900
Road Number

Monroe Ave.
Street Name

S. Elm St.
From

Rentschler Lane
To

2
Number of Lanes

010
Sequence Number

591

Length

32
Width

18,912
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

744.0

744.0
40.0 105.0 10.0

40.0 105.0 10.0

Direction

2,364X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

1.7

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

17.8 1.7
3.9

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

22

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10910
Road Number

Monroe Ave.
Street Name

S. Juniper St.
From

S. Hawthorne St.
To

2
Number of Lanes

010
Sequence Number

1,090

Length

32
Width

34,880
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

70.0

70.0
16.0

16.0

Direction

4,360X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Transverse Cracks

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

1.5
0.2

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

80

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10000
Road Number

N. A St.
Street Name

E. Toppenish Ave.
From

Lincoln Ave.
To

2
Number of Lanes

010
Sequence Number

529

Length

36
Width

19,044
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

36.0
45.0
16.0
52.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

149.0
20.0 5.0

3.0
140.0
100.0
780.0

20.0 8.0 1,020.0
5.0
2.0

7.0

Direction

2,116X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Patching

Treatment Groups (Check one)

0.8

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

3.8 1.5
1.3

5.4

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

75

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10000
Road Number

N. A St.
Street Name

Lincoln Ave.
From

N. Beech St.
To

2
Number of Lanes

020
Sequence Number

358

Length

36
Width

12,888
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

15.0 20.0 11.0

15.0 20.0 11.0
2.0

2.0

Direction

1,432X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

1.1

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

5.6 3.1
0.6

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

59

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10030
Road Number

N. Alder St.
Street Name

Chehalis Ave.
From

N. D St.
To

2
Number of Lanes

010
Sequence Number

959

Length

34
Width

32,606
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

1.0 350.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

1.0 350.0
45.0 30.0 13.0 91.0

45.0 30.0 13.0 91.0
15.0 50.0 14.0

15.0 50.0 14.0

Direction

3,836X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

1.2
0.4

Treatment Groups (Check one)

0.1 1.1

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

3.1
5.2

1.4
1.5

0.3

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

41

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

3
Functional Class

10090
Road Number

N. B St.
Street Name

Lincoln Ave.
From

E. Toppenish Ave.
To

2
Number of Lanes

010
Sequence Number

529

Length

50
Width

26,450
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

20.0 27.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

20.0 27.0
12.0 707.0

12.0 707.0
2.0

2.0

Direction

2,116X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Patching

1.0

Treatment Groups (Check one)

0.1

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

2.3
0.4

2.7

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

83

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

3
Functional Class

10090
Road Number

N. B St.
Street Name

Lincoln Ave.
From

N Alder St.
To

2
Number of Lanes

020
Sequence Number

245

Length

38
Width

9,310
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

1.0 184.0 3.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

1.0 184.0 3.0

Direction

980X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

0.1

Treatment Groups (Check one)

75.1 1.2

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

70

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10120
Road Number

N. Beech St.
Street Name

N. D St.
From

Dayton Ave.
To

2
Number of Lanes

010
Sequence Number

851

Length

44
Width

37,444
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

320.0 5.0 90.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

320.0 5.0 90.0
10.0 76.0 25.0 550.0

10.0 76.0 25.0 550.0

Direction

3,404X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

9.4
0.3

Treatment Groups (Check one)

0.6 0.2

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

8.9 2.9 1.5

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

60

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10120
Road Number

N. Beech St.
Street Name

Dayton Ave.
From

Chehalis Ave.
To

2
Number of Lanes

010
Sequence Number

440

Length

44
Width

19,360
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

185.0 125.0 1.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

185.0 125.0 1.0
110.0 5.0 225.0

110.0 5.0 225.0

Direction

1,760X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

10.5

Treatment Groups (Check one)

28.4 0.2

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

25.0 1.1 1.2

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

50

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10120
Road Number

N. Beech St.
Street Name

Asotin Ave.
From

Chehalis Ave.
To

2
Number of Lanes

010
Sequence Number

564

Length

44
Width

24,816
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

280.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

280.0
141.0 13.0 56.0

141.0 13.0 56.0
5.0

5.0

Direction

2,256X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

12.4

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

25.0 2.3
0.9

0.2

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

45

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10210
Road Number

N. C St.
Street Name

E. Toppenish Ave.
From

Lincoln Ave.
To

2
Number of Lanes

020
Sequence Number

527

Length

34
Width

17,918
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

1.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

1.0
345.0

345.0
160.0 16.0 16.0

160.0 16.0 16.0

Direction

2,108X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

0.1

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

30.4 3.0
1.9
0.1

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

35

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10250
Road Number

N. Chestnut Ave.
Street Name

Dayton Ave.
From

Idaho Ave.
To

2
Number of Lanes

020
Sequence Number

1,789

Length

24
Width

42,936
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

16.0 10.0 345.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

16.0 10.0 345.0
80.0 34.0 270.0

80.0 34.0 270.0
10.0

10.0

Direction

7,156X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

Treatment Groups (Check one)

0.9 0.6 0.8

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

4.5 1.9
0.6

0.6

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

85

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10250
Road Number

N. Chestnut St.
Street Name

Asotin Ave.
From

Bellingham Ave.
To

2
Number of Lanes

020
Sequence Number

257

Length

24
Width

6,168
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

40.0 55.0 4.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

40.0 55.0 4.0
3.0 36.0

3.0 36.0

Direction

1,028X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

3.9

Treatment Groups (Check one)

21.4 1.6

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

1.2 0.6

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

70

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10250
Road Number

N. Chestnut St.
Street Name

Bellingham Ave.
From

Chehalis Ave.
To

2
Number of Lanes

010
Sequence Number

366

Length

24
Width

8,784
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

42.0 50.0 2.0 672.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

42.0 50.0 2.0 672.0
5.0 120.0

5.0 120.0

Direction

1,464X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

2.9

Treatment Groups (Check one)

13.7 0.6 7.7

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

1.4 1.4

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

70

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10250
Road Number

N. Chestnut St.
Street Name

Chehalis Ave.
From

Dayton Ave.
To

2
Number of Lanes

010
Sequence Number

437

Length

24
Width

10,488
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

10.0 46.0 2.0 160.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

10.0 46.0 2.0 160.0
30.0 6.0 46.0

30.0 6.0 46.0
7.0

7.0

Direction

1,748X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

0.6

Treatment Groups (Check one)

10.5 0.5 1.5

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

6.9 1.4
1.6

0.4

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

78

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10270
Road Number

N. D St.
Street Name

Zillah Ave.
From

Idaho Ave.
To

2
Number of Lanes

010
Sequence Number

1,404

Length

24
Width

33,696
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

70.0 8.0 141.0

70.0 8.0 141.0
66.0

66.0

Direction

5,616X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

5.0 0.6 0.4
0.2

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

85

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10270
Road Number

N. D St.
Street Name

Lincoln Ave.
From

Zillah Ave.
To

2
Number of Lanes

020
Sequence Number

1,328

Length

24
Width

31,872
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

81.0 75.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

81.0 75.0
336.0 74.0 36.0 436.0

336.0 74.0 36.0 436.0

Direction

5,312X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

1.5
6.3

Treatment Groups (Check one)

0.2

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

5.6 2.7 1.4

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

50

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10270
Road Number

N. D St.
Street Name

Lincoln Ave.
From

Toppenish Ave.
To

2
Number of Lanes

030
Sequence Number

526

Length

34
Width

17,884
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

1,483.0

1,483.0
60.0 15.0

60.0 15.0

Direction

2,104X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

11.4 2.9
8.3

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

26

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10290
Road Number

N. Date St.
Street Name

Dayton Ave.
From

Idaho Ave.
To

2
Number of Lanes

020
Sequence Number

1,485

Length

32
Width

47,520
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

1.0 85.0 2.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

1.0 85.0 2.0
886.0 45.0 48.0

886.0 45.0 48.0
70.0 10.0

70.0 10.0

Direction

5,940X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

0.0

Treatment Groups (Check one)

5.7 0.1

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

59.7
4.7

3.0
0.7

0.1

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

60

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10290
Road Number

N. Date St.
Street Name

Chahalis Ave.
From

Dayton Ave.
To

2
Number of Lanes

010
Sequence Number

436

Length

32
Width

13,952
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

10.0 60.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

10.0 60.0
333.0 10.0 60.0

333.0 10.0 60.0
5.0

5.0

Direction

1,744X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

0.6

Treatment Groups (Check one)

13.8

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

76.4 2.3
1.2

0.4

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

60

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10290
Road Number

N. Date St.
Street Name

Bellingham Ave.
From

Chehalis Ave.
To

2
Number of Lanes

010
Sequence Number

363

Length

32
Width

11,616
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

6.0 20.0 200.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

6.0 20.0 200.0
160.0 4.0 156.0

160.0 4.0 156.0
60.0

60.0

Direction

1,452X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

0.4

Treatment Groups (Check one)

5.5 1.7

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

44.1 1.1
0.5

1.3

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

60

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10290
Road Number

N. Date St.
Street Name

Asotin Ave.
From

Bellingham Ave.
To

2
Number of Lanes

010
Sequence Number

336

Length

32
Width

10,752
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

1.0 110.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

1.0 110.0
130.0

130.0

1.0

1.0

Direction

1,344X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

0.1

Treatment Groups (Check one)

32.7

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

0.3
1.2

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

70

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10350
Road Number

N. E St.
Street Name

E. Toppenish Ave.
From

Lincoln Ave.
To

2
Number of Lanes

020
Sequence Number

533

Length

30
Width

15,990
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

30.0 1.0 56.0

30.0 1.0 56.0
35.0 245.0 13.0

35.0 245.0 13.0

Direction

2,132X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

1.4
1.6

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

46.0
0.2
2.4

0.4

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

19

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10350
Road Number

N. E St.
Street Name

Ellensburg Ave.
From

Zillah Ave.
To

2
Number of Lanes

030
Sequence Number

471

Length

30
Width

14,130
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

1.0 578.0 1.0 60.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

1.0 578.0 1.0 60.0
9.0

9.0

Direction

1,884X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

0.1

Treatment Groups (Check one)

122.7 0.2 0.4

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

1.9

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

70

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10350
Road Number

N. E St.
Street Name

Dayton Ave.
From

Ellensburg Ave.
To

2
Number of Lanes

030
Sequence Number

385

Length

30
Width

11,550
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

1.0 204.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

1.0 204.0
479.0 6.0

479.0 6.0
3.0

3.0

Direction

1,540X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

0.1

Treatment Groups (Check one)

1.8

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

124.4 1.6
0.8

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

60

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10350
Road Number

N. E St.
Street Name

Lincoln Ave.
From

Dayton Ave.
To

2
Number of Lanes

020
Sequence Number

385

Length

30
Width

11,550
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

69.0 8.0 4.0

69.0 8.0 4.0
1.0

1.0

Direction

1,540X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

17.9 2.1
0.3

0.0

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

63

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10400
Road Number

N. Elm St.
Street Name

Asotin Ave.
From

Bellingham Ave.
To

2
Number of Lanes

010
Sequence Number

366

Length

34
Width

12,444
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

140.0 50.0 3.0 54.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

140.0 50.0 3.0 54.0
70.0 2.0 96.0

70.0 2.0 96.0

Direction

1,464X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

9.6

Treatment Groups (Check one)

13.7 0.8 0.4

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

19.1 0.6 0.8

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

52

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10400
Road Number

N. Elm St.
Street Name

Bellingham Ave.
From

Chehalis Ave.
To

2
Number of Lanes

010
Sequence Number

367

Length

34
Width

12,478
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

20.0 220.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

20.0 220.0
475.0 7.0 96.0

475.0 7.0 96.0

Direction

1,468X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

1.4

Treatment Groups (Check one)

60.0

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

129.4 1.9 0.8

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

50

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10400
Road Number

N. Elm St.
Street Name

Chehalis Ave.
From

Franklin Ave.
To

2
Number of Lanes

010
Sequence Number

351

Length

34
Width

11,934
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

340.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

340.0
8.0 80.0

8.0 80.0

Direction

1,404X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Transverse Cracks

24.2

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

2.3 0.7

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

64

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10400
Road Number

N. Elm St.
Street Name

Franklin Ave.
From

End
To

2
Number of Lanes

020
Sequence Number

1,253

Length

34
Width

42,602
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

105.0 485.0 2.0 536.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

105.0 485.0 2.0 536.0
20.0 18.0 140.0

20.0 18.0 140.0

Direction

5,012X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

2.1
0.4

Treatment Groups (Check one)

38.7 0.2 1.3

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

1.4 0.3

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

65

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10410
Road Number

N. F St.
Street Name

Lincoln Ave.
From

Dayton Ave.
To

2
Number of Lanes

020
Sequence Number

382

Length

36
Width

13,752
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

382.0 159.0

382.0 159.0
147.0 1.0 23.0

147.0 1.0 23.0

Direction

1,528X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Transverse Cracks

9.6

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

0.3 6.0
2.8 1.2

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

33

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10410
Road Number

N. F St.
Street Name

Dayton Ave.
From

Ellensburg Ave.
To

2
Number of Lanes

020
Sequence Number

381

Length

36
Width

13,716
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

1.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

1.0
316.0 16.0

316.0 16.0

Direction

1,524X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

0.1

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

82.9 4.2

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

60

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10410
Road Number

N. F St.
Street Name

Ellensburg Ave.
From

Zillah Ave.
To

2
Number of Lanes

020
Sequence Number

471

Length

33
Width

15,543
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

1.0 2.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

1.0 2.0
210.0 19.0 78.0

210.0 19.0 78.0

Direction

1,884X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

0.1

Treatment Groups (Check one)

0.4

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

44.6 4.0 0.5

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

60

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10410
Road Number

N. F St.
Street Name

E. Toppenish Ave.
From

Lincoln Ave.
To

2
Number of Lanes

010
Sequence Number

537

Length

36
Width

19,332
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

1.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

1.0
25.0 3.0 67.0

25.0 3.0 67.0
65.0
60.0
50.0

11.0

175.0 11.0

Direction

2,148X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

0.1

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

4.7
32.6

0.6
2.1

0.4

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

35

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10430
Road Number

N. Fir St.
Street Name

Asotin Ave.
From

Chehalis/Franklin Ave.
To

2
Number of Lanes

010
Sequence Number

762

Length

34
Width

25,908
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

255.0 165.0 4.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

255.0 165.0 4.0
635.0 34.0 113.0

635.0 34.0 113.0
30.0 1.0

30.0 1.0

Direction

3,048X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

8.4

Treatment Groups (Check one)

21.7 0.5

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

83.3
3.9

4.5
0.1

0.4

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

45

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10430
Road Number

N. Fir St.
Street Name

Franklin Ave.
From

END
To

2
Number of Lanes

010
Sequence Number

1,281

Length

34
Width

43,554
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

260.0 70.0 308.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

260.0 70.0 308.0
300.0 4.0 234.0

300.0 4.0 234.0
910.0 42.0

910.0 42.0

Direction

5,124X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

5.1

Treatment Groups (Check one)

5.5 0.7

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

23.4
71.0

0.3
3.3

0.5

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

23

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10480
Road Number

N. G St.
Street Name

E. Toppenish Ave.
From

Lincoln Ave.
To

2
Number of Lanes

020
Sequence Number

540

Length

40
Width

21,600
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

5.0 55.0

5.0 55.0
20.0 11.0 250.0

20.0 11.0 250.0

Direction

2,160X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

3.7
0.9
2.0 1.2

0.3

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

70

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10480
Road Number

N. G St.
Street Name

Lincoln Ave.
From

Zillah Ave.
To

2
Number of Lanes

030
Sequence Number

1,325

Length

26
Width

34,450
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

161.0 9.0 296.0 462.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

161.0 9.0 296.0 462.0
65.0 1.0 4.0

65.0 1.0 4.0

Direction

5,300X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Patching

3.0
1.2

Treatment Groups (Check one)

0.7 0.9 1.3

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

0.1 0.3

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

82

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10490
Road Number

N. Gardenia St.
Street Name

Goldendale Ave.
From

Lee Ave.
To

2
Number of Lanes

010
Sequence Number

653

Length

12
Width

7,836
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

90.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

90.0
15.0 33.0

15.0 33.0
3.0

3.0

Direction

2,612X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

Treatment Groups (Check one)

13.8

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

2.3
0.5

0.4

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

78

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10550
Road Number

N. H St.
Street Name

E. Toppenish Ave.
From

Lincoln Ave.
To

2
Number of Lanes

010
Sequence Number

541

Length

32
Width

17,312
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

250.0 7.0 20.0

250.0 7.0 20.0
360.0 23.0

360.0 23.0

Direction

2,164X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

11.6

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

66.5
1.3
4.3

0.1

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

10

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10570
Road Number

N. Hawthorne St.
Street Name

Goldendale Ave.
From

End
To

2
Number of Lanes

010
Sequence Number

734

Length

30
Width

22,020
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

15.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

15.0
1,220.0 21.0 36.0

1,220.0 21.0 36.0
30.0 13.0

30.0 13.0

Direction

2,936X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

0.5

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

166.2
4.1

2.9
1.8

0.2

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

60

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10610
Road Number

N. I St.
Street Name

E. Toppenish Ave.
From

Lincoln Ave.
To

2
Number of Lanes

010
Sequence Number

543

Length

34
Width

18,462
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

135.0

135.0
40.0 387.0 21.0 36.0

40.0 387.0 21.0 36.0

Direction

2,172X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

6.2
1.8

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

71.3 3.9 0.2

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

15

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10670
Road Number

N. J St.
Street Name

E. Toppenish Ave.
From

Lincoln Ave.
To

2
Number of Lanes

020
Sequence Number

541

Length

34
Width

18,394
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

20.0 108.0

20.0 108.0
215.0 17.0

215.0 17.0

Direction

2,164X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

0.9

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

39.7 3.1
0.6

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

30

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10750
Road Number

N. K St.
Street Name

E. Toppenish Ave.
From

Lincoln Ave.
To

2
Number of Lanes

020
Sequence Number

541

Length

28
Width

15,148
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

16.0 48.0

16.0 48.0

Direction

2,164X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Transverse Cracks

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

3.0 0.3

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

90

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10920
Road Number

Pearne St.
Street Name

Lincoln Ave.
From

N. D St.
To

2
Number of Lanes

010
Sequence Number

809

Length

24
Width

19,416
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

18.0 125.0 13.0 93.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

18.0 125.0 13.0 93.0
4.0 45.0

4.0 45.0

Direction

3,236X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

0.6

Treatment Groups (Check one)

15.5 1.6 0.5

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

0.5 0.2

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

78

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10930
Road Number

Penny Lane
Street Name

Hammond Lane
From

Adams Ave.
To

2
Number of Lanes

010
Sequence Number

795

Length

32
Width

25,440
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

1.0 391.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

1.0 391.0
18.0

18.0
15.0

15.0

Direction

3,180X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

0.0

Treatment Groups (Check one)

49.2

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

2.3
1.9

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

70

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10940
Road Number

Rentschler Lane
Street Name

Monroe Ave.
From

Guyette Lane
To

2
Number of Lanes

010
Sequence Number

561

Length

40
Width

22,440
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

1.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

1.0
22.0 810.0

22.0 810.0
285.0 7.0

285.0 7.0

Direction

2,244X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

0.0

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

3.9
50.8 1.3

3.6

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

35

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10950
Road Number

Robart Lane
Street Name

Hammond Lane
From

Brooks Lane
To

2
Number of Lanes

010
Sequence Number

1,078

Length

32
Width

34,496
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

10.0 520.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

10.0 520.0
20.0 21.0 90.0

20.0 21.0 90.0

Direction

4,312X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

0.2

Treatment Groups (Check one)

48.2

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

1.9 2.0 0.3

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

70

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10040
Road Number

S. Alder St.
Street Name

W. 1st Ave.
From

W 2nd Ave.
To

2
Number of Lanes

020
Sequence Number

415

Length

38
Width

15,770
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

60.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

60.0
5.0 80.0

5.0 80.0

Direction

1,660X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

Treatment Groups (Check one)

14.5

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

1.2 0.5

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

78

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10040
Road Number

S. Alder St.
Street Name

W. 2nd Ave.
From

W. 3rd Ave.
To

2
Number of Lanes

020
Sequence Number

432

Length

38
Width

16,416
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

1.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

1.0
290.0 228.0

290.0 228.0
18.0

18.0

Direction

1,728X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

0.1

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

67.1
4.2

1.4

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

60

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10040
Road Number

S. Alder St.
Street Name

W. 3rd Ave.
From

W. 4th Ave.
To

2
Number of Lanes

020
Sequence Number

440

Length

38
Width

16,720
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

1.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

1.0
215.0 494.0

215.0 494.0
16.0

16.0

Direction

1,760X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

0.1

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

48.9
3.6

3.0

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

60

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10040
Road Number

S. Alder St.
Street Name

W. 4th Ave.
From

W. 5th Ave.
To

2
Number of Lanes

030
Sequence Number

406

Length

38
Width

15,428
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

50.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

50.0
210.0 2.0 232.0

210.0 2.0 232.0
15.0 152.0

15.0 152.0

Direction

1,624X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

3.1

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

51.7 0.5
3.7

1.5
1.0

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

50

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10040
Road Number

S. Alder St.
Street Name

W. 5th St.
From

S. C/L
To

2
Number of Lanes

040
Sequence Number

835

Length

28
Width

23,380
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

27.0 240.0

27.0 240.0
40.0 18.0

40.0 18.0

Direction

3,340X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

3.2
4.8 2.2

1.0

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

70

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10040
Road Number

S. Alder St.
Street Name

Washington Ave.
From

W. 1st Ave.
To

2
Number of Lanes

010
Sequence Number

552

Length

44
Width

24,288
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

20.0

20.0
14.0

14.0

Direction

2,208X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

3.6
2.5

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

85

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10090
Road Number

S. B St.
Street Name

E. Toppenish Ave.
From

Satus Ave.
To

2
Number of Lanes

030
Sequence Number

328

Length

50
Width

16,400
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

984.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

984.0
6.0 792.0

6.0 792.0
5.0

5.0

Direction

1,312X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Patching

Treatment Groups (Check one)

6.0

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

1.8
1.5

4.8

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

86

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10130
Road Number

S. Beech St.
Street Name

W. 2nd Ave.
From

W. 1st Ave.
To

2
Number of Lanes

020
Sequence Number

408

Length

38
Width

15,504
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

1.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

1.0
280.0 15.0

280.0 15.0

Direction

1,632X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

0.1

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

68.6 3.7

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

60

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10130
Road Number

S. Beech St.
Street Name

W. 2nd Ave.
From

W. 3rd Ave.
To

2
Number of Lanes

020
Sequence Number

434

Length

38
Width

16,492
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

1.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

1.0
190.0 10.0 348.0

190.0 10.0 348.0

Direction

1,736X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

0.1

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

43.8 2.3 2.1

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

60

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10130
Road Number

S. Beech St.
Street Name

W. 3rd Ave.
From

W. 4th Ave.
To

2
Number of Lanes

020
Sequence Number

436

Length

38
Width

16,568
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

1.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

1.0
120.0 15.0 108.0

120.0 15.0 108.0

Direction

1,744X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

0.1

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

27.5 3.4 0.7

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

60

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10140
Road Number

S. Beech St.
Street Name

W. 4th Ave.
From

W. 5th Ave.
To

2
Number of Lanes

010
Sequence Number

415

Length

38
Width

15,770
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

1.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

1.0
115.0 20.0 180.0

115.0 20.0 180.0
2.0

2.0

Direction

1,660X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

0.1

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

27.7 4.8
0.5

1.1

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

60

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10140
Road Number

S. Beech St.
Street Name

W. 5th Ave.
From

SR 22
To

2
Number of Lanes

030
Sequence Number

792

Length

28
Width

22,176
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

130.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

130.0
540.0 18.0 124.0

540.0 18.0 124.0
5.0 72.0

5.0 72.0

Direction

3,168X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

4.1

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

68.2 2.3
0.6

0.6
0.3

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

50

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10140
Road Number

S. Beech St.
Street Name

Washington Ave.
From

Jefferson Ave.
To

2
Number of Lanes

020
Sequence Number

331

Length

34
Width

11,254
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

1.0 155.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

1.0 155.0
30.0 87.0

30.0 87.0
1.0

1.0

Direction

1,324X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

0.1

Treatment Groups (Check one)

46.8

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

9.1
0.3

0.8

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

70

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10130
Road Number

S. Beech St.
Street Name

W. 1st Ave.
From

Jefferson Ave.
To

2
Number of Lanes

020
Sequence Number

501

Length

34
Width

17,034
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

1.0 545.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

1.0 545.0
8.0

8.0
8.0

8.0

Direction

2,004X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

0.1

Treatment Groups (Check one)

108.8

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

1.6
1.6

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

70

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10210
Road Number

S. C St.
Street Name

E. Toppenish Ave.
From

Satus Ave
To

2
Number of Lanes

010
Sequence Number

336

Length

34
Width

11,424
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

125.0 20.0 188.0

125.0 20.0 188.0
200.0 5.0 85.0

200.0 5.0 85.0

Direction

1,344X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

9.3
14.9

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

6.0
1.5

1.7
0.7

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

33

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10210
Road Number

S. C St.
Street Name

Satus Ave.
From

E. 1st Ave.
To

2
Number of Lanes

010
Sequence Number

351

Length

34
Width

11,934
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

510.0 254.0

510.0 254.0
1.0 220.0

1.0 220.0

Direction

1,404X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Patching

36.3

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

0.3
2.1
1.8

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

40

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10230
Road Number

S. Carlson St.
Street Name

W. 1st Ave.
From

W. 3rd Ave.
To

2
Number of Lanes

010
Sequence Number

642

Length

34
Width

21,828
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

20.0 90.0

20.0 90.0
168.0

168.0

Direction

2,568X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

3.1 0.4
0.8

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

85

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10260
Road Number

S. Chestnut St.
Street Name

Madison Ave.
From

W. 1st Ave.
To

2
Number of Lanes

010
Sequence Number

311

Length

32
Width

9,952
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

45.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

45.0
230.0 5.0

230.0 5.0
3.0

3.0

Direction

1,244X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

3.6

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

74.0 1.6
1.0

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

50

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10260
Road Number

S. Chestnut St.
Street Name

Madison Ave.
From

Jefferson Ave.
To

2
Number of Lanes

010
Sequence Number

486

Length

32
Width

15,552
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

160.0 500.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

160.0 500.0
180.0 30.0

180.0 30.0
2.0

2.0

Direction

1,944X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

8.2

Treatment Groups (Check one)

102.9

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

37.0 6.2
0.4

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

55

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10260
Road Number

S. Chestnut St.
Street Name

Jefferson Ave.
From

Washington Ave.
To

2
Number of Lanes

010
Sequence Number

339

Length

32
Width

10,848
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

30.0 75.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

30.0 75.0
295.0 17.0

295.0 17.0
5.0 15.0

5.0 15.0

Direction

1,356X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

2.2

Treatment Groups (Check one)

22.1

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

87.0 5.0
1.5 0.1

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

50

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10270
Road Number

S. D St.
Street Name

E. Toppenish Ave
From

Satus Ave.
To

2
Number of Lanes

040
Sequence Number

336

Length

34
Width

11,424
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

2,208.0

2,208.0
10.0 8.0

10.0 8.0

Direction

1,344X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Patching

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

3.0 2.4
19.3

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

62

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10270
Road Number

S. D St.
Street Name

Satus Ave.
From

E. 1st St.
To

2
Number of Lanes

040
Sequence Number

337

Length

34
Width

11,458
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

2,419.0

2,419.0
10.0 168.0

10.0 168.0

Direction

1,348X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Patching

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

3.0
21.1
1.5

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

62

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10300
Road Number

S. Date St.
Street Name

Jefferson Ave.
From

Washington Ave.
To

2
Number of Lanes

010
Sequence Number

337

Length

22
Width

7,414
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

75.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

75.0
30.0 15.0

30.0 15.0
40.0 80.0 19.0

40.0 80.0 19.0

Direction

1,348X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

5.6
2.2
3.0

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

4.5
23.7 5.6

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

29

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10300
Road Number

S. Date St.
Street Name

Madison Ave.
From

Jefferson Ave.
To

2
Number of Lanes

010
Sequence Number

490

Length

22
Width

10,780
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

165.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

165.0
130.0 10.0 44.0

130.0 10.0 44.0
5.0

5.0

Direction

1,960X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

8.4

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

26.5 2.0
1.0

0.4

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

45

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10300
Road Number

S. Date St.
Street Name

Madison Ave.
From

Monroe Ave.
To

2
Number of Lanes

010
Sequence Number

336

Length

22
Width

7,392
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

45.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

45.0
24.0 130.0 7.0 48.0

24.0 130.0 7.0 48.0
120.0 3.0

120.0 3.0

Direction

1,344X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

3.4
1.8

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

38.7
35.7

2.1
0.9

0.7

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

50

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

11300
Road Number

S. Date St.
Street Name

W. 1st Ave.
From

Monroe Ave.
To

2
Number of Lanes

010
Sequence Number

232

Length

22
Width

5,104
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

80.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

80.0
75.0 72.0

75.0 72.0

Direction

928X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

8.6

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

32.3 1.4

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

45

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

2
Functional Class

10330
Road Number

S. Division St.
Street Name

S. Toppenish Ave.
From

To E/W 3rd Ave.
To

2
Number of Lanes

020
Sequence Number

1,410

Length

42
Width

59,220
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

40.0 5.0 1,648.0

40.0 5.0 1,648.0
24.0

24.0

Direction

5,640X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

2.8 0.4
1.7

2.8

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

85

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

2
Functional Class

10330
Road Number

S. Division St.
Street Name

E/W 3rd St.
From

S C/L
To

2
Number of Lanes

010
Sequence Number

1,757

Length

42
Width

73,794
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

21.0 484.0

21.0 484.0
19.0

19.0

Direction

7,028X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Transverse Cracks

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

1.2
1.1

0.7

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

90

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10350
Road Number

S. E St.
Street Name

E. 1st St.
From

S. G St.
To

2
Number of Lanes

010
Sequence Number

1,377

Length

24
Width

33,048
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

70.0 494.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

70.0 494.0
35.0 110.0 1.0 286.0

35.0 110.0 1.0 286.0
1.0 30.0

1.0 30.0

Direction

5,508X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

0.6

Treatment Groups (Check one)

5.1 1.5

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

8.0 0.1
0.1

0.9
0.1

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

70

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10350
Road Number

S. E St.
Street Name

Satus Ave.
From

E. 1st Ave.
To

2
Number of Lanes

010
Sequence Number

339

Length

24
Width

8,136
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

1.0 380.0 4.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

1.0 380.0 4.0
17.0 144.0

17.0 144.0

Direction

1,356X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

0.1

Treatment Groups (Check one)

112.1 1.2

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

5.0 1.8

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

70

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10350
Road Number

S. E St.
Street Name

E Toppenish Ave.
From

Satus Ave.
To

2
Number of Lanes

010
Sequence Number

333

Length

24
Width

7,992
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

168.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

168.0
20.0 11.0

20.0 11.0

Direction

1,332X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

Treatment Groups (Check one)

2.1

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

6.0 3.3

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

74

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10410
Road Number

S. F St.
Street Name

Satus Ave.
From

E 1st Ave.
To

2
Number of Lanes

030
Sequence Number

337

Length

36
Width

12,132
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

1.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

1.0
40.0 1.0 75.0

40.0 1.0 75.0
420.0 12.0

420.0 12.0

Direction

1,348X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

0.1

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

11.9
124.6

0.3
3.6

0.6

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

35

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10410
Road Number

S. F St.
Street Name

E. Toppenish Ave.
From

Satus Ave.
To

2
Number of Lanes

030
Sequence Number

333

Length

36
Width

11,988
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

220.0

220.0
205.0 8.0 1.0

205.0 8.0 1.0

Direction

1,332X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

16.5

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

61.6 2.4 0.0

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

10

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10410
Road Number

S. F St.
Street Name

E 1st Ave.
From

E 2nd Ave.
To

2
Number of Lanes

030
Sequence Number

285

Length

36
Width

10,260
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

1.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

1.0
100.0

100.0
110.0 15.0

110.0 15.0

Direction

1,140X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

0.1

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

35.1
38.6 5.3

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

35

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10440
Road Number

S. Fir St.
Street Name

Madison Ave.
From

Adams Ave.
To

2
Number of Lanes

020
Sequence Number

650

Length

36
Width

23,400
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

10.0 667.0

10.0 667.0
275.0 31.0 132.0

275.0 31.0 132.0

Direction

2,600X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

0.4

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

42.3 4.8
2.9
0.6

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

30

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10440
Road Number

S. Fir St.
Street Name

Adams Ave.
From

Washington Ave.
To

2
Number of Lanes

010
Sequence Number

347

Length

24
Width

8,328
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

70.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

70.0
150.0 7.0

150.0 7.0
210.0

210.0

Direction

1,388X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

5.0

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

43.2
60.5

2.0

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

23

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

3
Functional Class

10480
Road Number

S. G St.
Street Name

E. Toppenish Ave.
From

Satus Ave.
To

2
Number of Lanes

010
Sequence Number

336

Length

38
Width

12,768
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

170.0 20.0 265.0

170.0 20.0 265.0
30.0 6.0 357.0

30.0 6.0 357.0

Direction

1,344X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

12.7
2.2

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

6.0
1.8

2.1
2.8

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

43

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

3
Functional Class

10480
Road Number

S. G St.
Street Name

Satus Ave.
From

E. 1st St.
To

2
Number of Lanes

010
Sequence Number

337

Length

38
Width

12,806
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

195.0 80.0 225.0

195.0 80.0 225.0
25.0 1.0 174.0

25.0 1.0 174.0

Direction

1,348X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

14.5

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

23.7
7.4 0.3

1.8
1.4

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

36

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

3
Functional Class

10480
Road Number

S. G St.
Street Name

E. First Ave.
From

S. Corporate Limits
To

2
Number of Lanes

010
Sequence Number

1,295

Length

38
Width

49,210
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

660.0 40.0

660.0 40.0
980.0 350.0 8.0 347.0

980.0 350.0 8.0 347.0

Direction

5,180X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

12.7
18.9

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

3.1
27.0 0.6 0.7

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

5

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10500
Road Number

S. Gardenia St.
Street Name

Washington Ave.
From

Adams Ave.
To

2
Number of Lanes

010
Sequence Number

307

Length

24
Width

7,368
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

1.0 360.0 13.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

1.0 360.0 13.0

Direction

1,228X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

0.1

Treatment Groups (Check one)

117.3 4.2

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

70

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10500
Road Number

S. Gardenia St.
Street Name

Jefferson Ave.
From

Adams Ave.
To

2
Number of Lanes

020
Sequence Number

310

Length

24
Width

7,440
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

1.0 255.0 3.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

1.0 255.0 3.0
5.0 300.0

5.0 300.0

Direction

1,240X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

0.1

Treatment Groups (Check one)

82.3 1.0

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

1.6 4.0

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

70

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10500
Road Number

S. Gardenia St.
Street Name

Madison Ave.
From

Jefferson Ave.
To

2
Number of Lanes

020
Sequence Number

309

Length

24
Width

7,416
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

1.0 80.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

1.0 80.0
3.0 609.0

3.0 609.0

Direction

1,236X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

0.1

Treatment Groups (Check one)

25.9

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

1.0 8.2

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

70

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10550
Road Number

S. H St.
Street Name

E. Toppenish Ave.
From

Satus Ave.
To

2
Number of Lanes

020
Sequence Number

342

Length

20
Width

6,840
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

36.0 7.0

36.0 7.0

Direction

1,368X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

10.5 2.1

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

63

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10580
Road Number

S. Hawthorne St.
Street Name

Monroe Ave.
From

Madison Ave.
To

2
Number of Lanes

010
Sequence Number

346

Length

36
Width

12,456
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

668.0

668.0
7.0

7.0

Direction

1,384X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Patching

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

2.0
5.4

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

75

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10580
Road Number

S. Hawthorne St.
Street Name

Madison Ave.
From

Jefferson Ave.
To

2
Number of Lanes

020
Sequence Number

310

Length

36
Width

11,160
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

1.0 200.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

1.0 200.0
100.0 13.0

100.0 13.0

Direction

1,240X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

0.1

Treatment Groups (Check one)

64.5

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

32.3 4.2

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

70

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10580
Road Number

S. Hawthorne St.
Street Name

Jefferson Ave.
From

Adams Ave.
To

2
Number of Lanes

020
Sequence Number

306

Length

36
Width

11,016
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

1.0 160.0 8.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

1.0 160.0 8.0

Direction

1,224X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

0.1

Treatment Groups (Check one)

52.3 2.6

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

70

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10580
Road Number

S. Hawthorne St.
Street Name

Adams Ave.
From

Washington Ave.
To

2
Number of Lanes

030
Sequence Number

306

Length

36
Width

11,016
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

60.0 8.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

60.0 8.0

Direction

1,224X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

Treatment Groups (Check one)

19.6 2.6

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

78

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10610
Road Number

S. I St.
Street Name

E. Toppenish Ave.
From

Satus Ave.
To

2
Number of Lanes

020
Sequence Number

343

Length

34
Width

11,662
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

1.0 305.0

1.0 305.0
15.0 105.0 9.0

15.0 105.0 9.0

Direction

1,372X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

1.1

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

30.6
0.3
2.6

2.6

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

19

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10610
Road Number

S. I St.
Street Name

Satus Ave.
From

E. 1st Ave.
To

2
Number of Lanes

020
Sequence Number

336

Length

34
Width

11,424
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

40.0 1.0 96.0

40.0 1.0 96.0
80.0 9.0 54.0

80.0 9.0 54.0

Direction

1,344X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

3.0

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

23.8
0.3
2.7

0.8
0.5

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

29

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10650
Road Number

S. Ivy St.
Street Name

Adams Ave.
From

Washington Ave.
To

2
Number of Lanes

030
Sequence Number

299

Length

36
Width

10,764
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

1.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

1.0
223.0 9.0

223.0 9.0

Direction

1,196X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

0.1

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

74.6 3.0

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

60

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10650
Road Number

S. Ivy St.
Street Name

Madison Ave.
From

Adams Ave.
To

2
Number of Lanes

020
Sequence Number

307

Length

36
Width

11,052
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

1.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

1.0
530.0

530.0
26.0

26.0

Direction

1,228X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

0.1

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

172.6
8.5

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

60

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10650
Road Number

S. Ivy St.
Street Name

Monroe Ave.
From

Madison Ave.
To

2
Number of Lanes

010
Sequence Number

340

Length

36
Width

12,240
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

16.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

16.0

4.0

4.0

Direction

1,360X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Transverse Cracks

Treatment Groups (Check one)

0.1

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

1.2

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

80

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10670
Road Number

S. J St.
Street Name

Satus Ave.
From

E. 1st Ave.
To

2
Number of Lanes

010
Sequence Number

329

Length

34
Width

11,186
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

50.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

50.0
164.0

164.0
65.0 12.0 9.0

65.0 12.0 9.0

Direction

1,316X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

3.8

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

19.8 3.7
1.5
0.1

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

34

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10670
Road Number

S. J St.
Street Name

E. Toppenish Ave.
From

Satus Ave.
To

2
Number of Lanes

010
Sequence Number

337

Length

34
Width

11,458
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

85.0 1.0 128.0

85.0 1.0 128.0
135.0 9.0

135.0 9.0

Direction

1,348X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

6.3

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

40.1
0.3
2.7

1.1

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

15

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

3
Functional Class

10720
Road Number

S. Juniper St.
Street Name

Jefferson Ave.
From

Madison Ave.
To

2
Number of Lanes

020
Sequence Number

307

Length

34
Width

10,438
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

50.0

50.0

Direction

1,228X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

16.3

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

63

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

3
Functional Class

10720
Road Number

S. Juniper St.
Street Name

Adams Ave.
From

Jefferson Ave.
To

2
Number of Lanes

020
Sequence Number

316

Length

34
Width

10,744
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

Direction

1,264X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Treatment Groups (Check one)
Recently Paved

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

100

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

3
Functional Class

10720
Road Number

S. Juniper St.
Street Name

Washington Ave.
From

Adams Ave.
To

2
Number of Lanes

010
Sequence Number

306

Length

34
Width

10,404
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

Direction

1,224X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Treatment Groups (Check one)
Recently Paved

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

100

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10750
Road Number

S. K St.
Street Name

E. Toppenish Ave.
From

Satus Ave.
To

2
Number of Lanes

010
Sequence Number

342

Length

22
Width

7,524
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

24.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

24.0
4.0

4.0

Direction

1,368X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Transverse Cracks

Treatment Groups (Check one)

0.3

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

1.2

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

90

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10760
Road Number

S. K St.
Street Name

Satus Ave.
From

E. 1st Ave.
To

2
Number of Lanes

010
Sequence Number

340

Length

22
Width

7,480
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

8.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

8.0

Direction

1,360X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Transverse Cracks

Treatment Groups (Check one)

2.4

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

96

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10550
Road Number

S. N St.
Street Name

Satus Ave.
From

E. 1st Ave.
To

2
Number of Lanes

020
Sequence Number

333

Length

20
Width

6,660
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

1.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

1.0
95.0 20.0

95.0 20.0

Direction

1,332X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

0.1

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

28.5 6.0

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

60

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

11020
Road Number

S. Toppenish Ave.
Street Name

W. 2nd Ave.
From

W. 3rd Ave.
To

2
Number of Lanes

030
Sequence Number

433

Length

70
Width

30,310
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

1.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

1.0
424.0

424.0
398.0 20.0

398.0 20.0

Direction

1,732X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

0.1

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

91.9 4.6
1.4

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

35

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

11020
Road Number

S. Toppenish Ave.
Street Name

W. 1st Ave.
From

W. 2nd Ave.
To

2
Number of Lanes

030
Sequence Number

421

Length

70
Width

29,470
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

75.0 420.0

75.0 420.0
305.0 18.0 140.0

305.0 18.0 140.0

Direction

1,684X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

4.5

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

72.5 4.3
1.4
0.5

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

25

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

2
Functional Class

11020
Road Number

S. Toppenish Ave.
Street Name

1st Ave.
From

RR Crossing
To

2
Number of Lanes

020
Sequence Number

769

Length

54
Width

41,526
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

670.0

670.0
60.0 140.0 16.0 8,100.0

60.0 140.0 16.0 8,100.0

Direction

3,076X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Patching

2.0

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

18.2 2.1
1.6

19.5

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

29

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

11020
Road Number

S. Toppenish Ave. E. Side
Street Name

W. 6th Ave.
From

End
To

2
Number of Lanes

040
Sequence Number

403

Length

24
Width

9,672
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

75.0 190.0 2,135.0

75.0 190.0 2,135.0
10.0 11.0

10.0 11.0

Direction

1,612X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

4.7
0.6

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

47.2
2.7

22.1

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

45

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

11020
Road Number

S. Toppenish Ave. E. Side
Street Name

W. 5th Ave.
From

W. 6th Ave.
To

2
Number of Lanes

040
Sequence Number

384

Length

24
Width

9,216
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

100.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

100.0
40.0 1,920.0

40.0 1,920.0
45.0 75.0 7.0

45.0 75.0 7.0

Direction

1,536X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Patching

2.6
2.9

Treatment Groups (Check one)

1.1

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

19.5 1.8
20.8

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

43

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

11020
Road Number

S. Toppenish Ave. E. Side
Street Name

W. 4th Ave.
From

W. 5th Ave.
To

2
Number of Lanes

040
Sequence Number

417

Length

24
Width

10,008
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

335.0 2,225.0

335.0 2,225.0
3.0

3.0

Direction

1,668X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Patching

20.1

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

0.7
22.2

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

35

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

11020
Road Number

S. Toppenish Ave. E. Side
Street Name

W. 3rd Ave.
From

W. 4th Ave.
To

2
Number of Lanes

040
Sequence Number

433

Length

24
Width

10,392
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

205.0 2,225.0

205.0 2,225.0
50.0 750.0

50.0 750.0

Direction

1,732X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Patching

11.8
2.9

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

7.2
21.4

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

35

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

11020
Road Number

S. Toppenish Ave. W. Side
Street Name

W. 6th Ave.
From

End
To

2
Number of Lanes

040
Sequence Number

403

Length

24
Width

9,672
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

107.0 390.0

107.0 390.0
70.0 95.0 6.0 50.0

70.0 95.0 6.0 50.0

Direction

1,612X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

6.6
4.3

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

23.6 1.5
4.0
0.5

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

22

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

11020
Road Number

S. Toppenish Ave. W. Side
Street Name

W. 5th Ave.
From

W. 6th Ave.
To

2
Number of Lanes

040
Sequence Number

384

Length

24
Width

9,216
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

145.0 286.0

145.0 286.0
40.0 10.0

40.0 10.0

Direction

1,536X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

9.4

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

10.4 2.6
3.1

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

22

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

11020
Road Number

S. Toppenish Ave. W. Side
Street Name

W. 4th Ave.
From

W. 5th Ave.
To

2
Number of Lanes

040
Sequence Number

415

Length

24
Width

9,960
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

85.0 91.0

85.0 91.0
40.0 150.0 11.0 159.0

40.0 150.0 11.0 159.0

Direction

1,660X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

5.1
2.4

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

36.1 2.7
0.9
1.6

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

15

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

11020
Road Number

S. Toppenish Ave. W. Side
Street Name

W. 3rd Ave.
From

W. 4th Ave.
To

2
Number of Lanes

040
Sequence Number

428

Length

24
Width

10,272
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

90.0 210.0

90.0 210.0
245.0 40.0 5.0 486.0

245.0 40.0 5.0 486.0

Direction

1,712X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

5.3
14.3

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

9.4 1.2
2.0
4.7

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

19

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10410
Road Number

Satus Ave.
Street Name

E Toppenish Ave.
From

Lincoln Ave.
To

2
Number of Lanes

010
Sequence Number

537

Length

36
Width

19,332
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

1.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

1.0
25.0 3.0 67.0

25.0 3.0 67.0
175.0 11.0

175.0 11.0

Direction

2,148X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

0.1

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

4.7
32.6

0.6
2.1

0.4

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

35

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10960
Road Number

Satus Ave.
Street Name

G St.
From

L St.
To

2
Number of Lanes

020
Sequence Number

1,733

Length

46
Width

79,718
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

45.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

45.0
200.0 15.0 528.0

200.0 15.0 528.0
380.0 2.0 140.0

380.0 2.0 140.0

Direction

6,932X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

0.7

5.5

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

11.5 0.9
0.1

0.7
0.2

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

33

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10960
Road Number

Satus Ave.
Street Name

S. C St.
From

S. G St.
To

2
Number of Lanes

020
Sequence Number

1,326

Length

46
Width

60,996
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

95.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

95.0
150.0 830.0 26.0 981.0

150.0 830.0 26.0 981.0
30.0 2.0

30.0 2.0

Direction

5,304X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

1.8
2.8

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

62.6
2.3

2.0
0.2

1.6

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

45

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

10960
Road Number

Satus Ave.
Street Name

Asotin Ave.
From

S. C St.
To

2
Number of Lanes

010
Sequence Number

340

Length

30
Width

10,200
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

100.0 100.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

100.0 100.0
320.0 12.0 712.0

320.0 12.0 712.0

Direction

1,360X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

7.4

Treatment Groups (Check one)

29.4

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

94.1 3.5 7.0

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

45

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

Road Number

Three Star Ave.
Street Name

N Elm St.
From

Alley
To

2
Number of Lanes

010
Sequence Number

229

Length

30
Width

6,870
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

80.0 1.0 16.0

80.0 1.0 16.0
15.0 100.0 12.0

15.0 100.0 12.0

Direction

916X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

8.7
1.6

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

43.7
0.4
5.2

0.2

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

15

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

11040
Road Number

Van Ave.
Street Name

N. Hawthorne St.
From

N. Gardenia St.
To

2
Number of Lanes

010
Sequence Number

229

Length

30
Width

6,870
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

1.0 340.0 8.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

1.0 340.0 8.0
25.0

25.0

Direction

916X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

0.1

Treatment Groups (Check one)

148.5 3.5

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

0.4

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

70

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

2
Functional Class

11090
Road Number

W. 1st Ave.
Street Name

S. Division St.
From

S. Toppenish Ave.
To

2
Number of Lanes

010
Sequence Number

340

Length

42
Width

14,280
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

629.0

629.0
6.0

6.0

Direction

1,360X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Patching

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

1.8
4.4

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

84

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

2
Functional Class

11090
Road Number

W. 1st Ave.
Street Name

Toppenish Ave.
From

S. Beech St.
To

4
Number of Lanes

020
Sequence Number

880

Length

42
Width

36,960
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

Direction

7,040X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

100

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

2
Functional Class

11090
Road Number

W. 1st Ave.
Street Name

S. Beech St.
From

S. Elm St.
To

2
Number of Lanes

020
Sequence Number

1,382

Length

42
Width

58,044
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

1.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

1.0
217.0

217.0
575.0 26.0

575.0 26.0

Direction

5,528X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

0.0

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

41.6 1.9
0.4

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

35

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

2
Functional Class

11090
Road Number

W. 1st Ave.
Street Name

S. Elm St.
From

W. C/L
To

4
Number of Lanes

030
Sequence Number

1,362

Length

46
Width

62,652
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

219.0

219.0
22.0

22.0

Direction

10,896X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Transverse Cracks

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

1.6
0.4

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

80

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

11095
Road Number

W. 2nd Ave.
Street Name

S. Division St.
From

S. Elm St.
To

2
Number of Lanes

020
Sequence Number

2,696

Length

38
Width

102,448
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

2,025.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

2,025.0
790.0 275.0 2,826.0

790.0 275.0 2,826.0
350.0 58.0 362.0

350.0 58.0 362.0

Direction

10,784X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

18.8
7.3

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

10.2
13.0 2.2

2.8
0.4

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

24

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

11100
Road Number

W. 3rd Ave.
Street Name

Lillie Ave.
From

Bolin Dr.
To

2
Number of Lanes

010
Sequence Number

791

Length

34
Width

26,894
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

1.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

1.0
220.0 30.0 102.0

220.0 30.0 102.0

Direction

3,164X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

0.0

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

27.8 3.8 0.4

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

60

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

11100
Road Number

W. 3rd Ave.
Street Name

S. Elm St.
From

Carlson St.
To

2
Number of Lanes

010
Sequence Number

664

Length

42
Width

27,888
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

1.0 485.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

1.0 485.0
16.0

16.0
16.0

16.0

Direction

2,656X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

0.0

Treatment Groups (Check one)

73.0

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

2.4
0.1

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

70

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

11100
Road Number

W. 3rd St.
Street Name

Bolin Dr.
From

S. Division St.
To

2
Number of Lanes

020
Sequence Number

1,539

Length

34
Width

52,326
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

1.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

1.0
528.0 45.0 1,128.0

528.0 45.0 1,128.0
11.0

11.0

Direction

6,156X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

0.0

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

34.3 2.9
0.7

2.2

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

60

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

3
Functional Class

11140
Road Number

W. 4th Ave.
Street Name

S. Elm St.
From

Division St.
To

2
Number of Lanes

010
Sequence Number

2,661

Length

36
Width

95,796
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

1.0 468.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

1.0 468.0
1,077.0 38.0 2,192.0

1,077.0 38.0 2,192.0
110.0 43.0 384.0

110.0 43.0 384.0

Direction

10,644X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

0.0

Treatment Groups (Check one)

0.5

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

40.5
4.1

1.4
1.6

2.3
0.4

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

60

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

11150
Road Number

W. 5th Ave.
Street Name

Bolin Dr.
From

S. Division St.
To

2
Number of Lanes

010
Sequence Number

1,489

Length

32
Width

47,648
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

465.0 125.0 936.0

465.0 125.0 936.0
435.0 58.0 100.0

435.0 58.0 100.0

Direction

5,956X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

7.8

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

8.4
29.2 3.9

2.0
0.2

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

15

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

11160
Road Number

W. 6th Ave.
Street Name

S. Alder St.
From

S. Division St.
To

2
Number of Lanes

010
Sequence Number

747

Length

32
Width

23,904
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

35.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

35.0
160.0

160.0
490.0 35.0

490.0 35.0

Direction

2,988X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

1.2

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

65.6 4.7
0.7

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

25

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

11161
Road Number

W. 6th Ave.
Street Name

S. Beech St.
From

Dead End
To

2
Number of Lanes

010
Sequence Number

262

Length

32
Width

8,384
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

260.0 72.0

260.0 72.0
150.0 17.0

150.0 17.0

Direction

1,048X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

24.8

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

57.3 6.5
0.9

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

10

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

3
Functional Class

11050
Road Number

Washington Ave.
Street Name

Toppenish Ave.
From

Beech St.
To

2
Number of Lanes

005
Sequence Number

596

Length

36
Width

21,456
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

60.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

60.0
185.0 4,036.0

185.0 4,036.0
315.0 26.0

315.0 26.0

Direction

2,384X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

2.5

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

31.0
52.9 4.4

18.8

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

25

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

3
Functional Class

11050
Road Number

Washington Ave.
Street Name

Beech St.
From

S. Elm St.
To

2
Number of Lanes

010
Sequence Number

945

Length

38
Width

35,910
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

120.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

120.0
1,035.0 10.0

1,035.0 10.0
260.0 39.0

260.0 39.0

Direction

3,780X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

3.2

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

109.5
27.5

1.1
4.1

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

50

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

3
Functional Class

11050
Road Number

Washington Ave.
Street Name

S. Elm St.
From

N. C/L
To

2
Number of Lanes

020
Sequence Number

3,666

Length

38
Width

139,308
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

1.0 1,005.0 679.0

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

1.0 1,005.0 679.0
355.0 80.0 688.0

355.0 80.0 688.0
30.0 75.0

30.0 75.0

Direction

14,664X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Long. Cracking

0.0

Treatment Groups (Check one)

27.4 0.5

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

9.7 2.2
0.8

0.5
0.1

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

70

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

Road Number

Wishkoski Way
Street Name

E. 3rd Ave.
From

End
To

2
Number of Lanes

Sequence Number

1,815

Length

40
Width

72,600
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

96.0

96.0

Direction

7,260X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Patching

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

0.1

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

95

Population



(Total / B ) * 100

DOT Form 140-200 EF
Revised 1/01

StreetWise Pavement Condition Rating

Alligator Cracking

Other

PCR Calculations

Maintenance Strategy

PCRTreatment for Segment

Repair Cost

Low
Medium
High

Distress Information Totals

5
Functional Class

11070
Road Number

Zillah Ave.
Street Name

N. D St.
From

N. G St.
To

2
Number of Lanes

010
Sequence Number

994

Length

20
Width

19,880
Area

Alligator Cracking
 Lin Ft

Longitudinal Cracking
 Lin Ft

Transverse Cracks
Each

Raveling
Sq Ft

Patching
 Sq Ft

Low

7/15/2004Rating Date

Distress Information

Comments 

MMMRater

Medium

High

Direction

3,976X X 2  =
Wheel Path Length

X =

A B

C

Severity Summary (Check one) Extent Summary (Check One)

Treatment Groups (Check one)

( Total / A ) * 100 ( Total / A ) * 100 ( Total / C ) * 100 ( Total / C ) * 100

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Toppenish
City/Town

8,946

Group 1 - PCR Between 75 - 100

Group 2 - PCR Between 50 - 74

Group 3 - PCR Between 25 - 49

Group 4 - PCR Between 0 - 24

Low Med High 0-1% 1-5% 5-10% 10-25% > 25%

Inventory Information

100

Population



APPENDIX C 
 

COST ESTIMATE 
BITUMINOUS SURFACE TREATMENT 



CITY OF TOPPENISH
BITUMINOUS SURFACE TREATMENT

PRELIMINARY CONSTRUCTION COST ESTIMATE
(JULY 2004 ENR NATIONAL CONSTRUCTION COST INDEX #7126)

NO. DESCRIPTION QNTY UNITS
UNIT
PRICE AMOUNT

 1. Mobilization, Clean-up, and Demobilization 1 LS $2,000 $2,000
 2. Traffic Control 1 LS $5,000 $5,000
 3. Crushed Surfacing Material 200 TN $25 $5,000
 4. Asphalt Binder Liquid 3.0 TN $500 $1,500

Subtotal: $13,500
Construction Contingency @ 25%: $3,375

Construction Subtotal: $16,875
Inflation to Construction Year (2005), 5%: $844

Total Estimated Construction Cost (rounded): $18,000
Admin., Fiscal, Legal and Engineering (25%): $4,500
Total Estimated Project Cost (2005, rounded) $22,500

Total Square Yards : 7,556
Total Cost per Square Yard: $2.98



APPENDIX D 
 

COST ESTIMATE 
OVERLAY REHABILITATION 



CITY OF TOPPENISH
OVERLAY REHABILITATION

PRELIMINARY CONSTRUCTION COST ESTIMATE
(JULY 2004 ENR NATIONAL CONSTRUCTION COST INDEX #7126)

NO. DESCRIPTION QNTY UNITS
UNIT
PRICE AMOUNT

 1. Mobilization, Clean-up, and Demobilization 1 LS $11,500 $11,500
 2. Traffic Control 1 LS $5,000 $5,000
 3. Subgrade Repair 80 SY $50.00 $4,000
 4. HMA, Class B 1,400 TN $45.00 $63,000
 5. HMA for Preleveling Cl. G 350 TN $50 $17,500
 6. Paving Fabric Membrane 7,560 SY $4.00 $30,240
 7. Planing Bituminous Pavement 7,560 SY $3.00 $22,680
 8. Asphalt Concrete Pavement Repair, Class B 20 SY $45 $900
 9. Adjust Manhole 5 EA $350 $1,750

 10. Adjust Valve Box 4 EA $250 $1,000
 11. Monument Case and Cover 2 EA $800 $1,600
 12. Temporary Water Pollution/Erosion Control 1 LS $500 $500
 13. Paint Line 2,000 LF $0.25 $500
 14. Painted Stop Line 160 LF $3.00 $480
 15. SPCC Plan 1 LS $275 $275

Subtotal: $160,650
Construction Contingency @ 25%: $40,163

Construction Subtotal: $200,813
Inflation to Construction Year (2005), 5%: $10,041

Total Estimated Construction Cost (rounded): $211,000
Admin., Fiscal, Legal and Engineering (25%): $52,800
Total Estimated Project Cost (2005, rounded) $263,800

Total Square Yards : 7,556
Total Cost per Square Yard: $34.91



APPENDIX E 
 

COST ESTIMATE 
RESIDENTIAL ROAD RECONSTRUCTION 



CITY OF TOPPENISH
RESIDENTIAL ROAD RECONSTRUCTION

PRELIMINARY CONSTRUCTION COST ESTIMATE
(JULY 2004 ENR NATIONAL CONSTRUCTION COST INDEX #7126)

NO. DESCRIPTION QNTY UNITS
UNIT
PRICE AMOUNT

 1. Mobilization, Clean-up, & Demobilization 1 LS $20,000 $20,000
 2. Traffic Control 1 LS $15,000 $15,000
 3. Roadway Excavation & Embankment, Incl. Haul 2,500 CY $6.00 $15,000
 4. Unsuitable Foundation Excavation, Incl Haul. 50 CY $10.00 $500
 5. Crushed Surfacing Base Course 2,900 TN $15.00 $43,500
 6. Crushed Surfacing Top Course 1,400 TN $15.00 $21,000
 7. HMA Class B, PG 64-28 1,400 TN $45.00 $63,000
 8. Solid Wall PVC Storm Sewer Pipe, 8-Inch Diam. 400 LF $18.00 $7,200
 9. Catch Basin, Type 1 20 EA $800 $16,000

 10. Precast Concrete Drywell 10 EA $2,000 $20,000
 11. Trench Excavation Safety Systems 1 LS $1,000 $1,000
 12. Adjust Manhole 5 EA $300 $1,500
 13. Adjust Valve Box 5 EA $150 $750
 14. Cement Concrete Traffic Curb & Gutter 4,000 LF $5 $20,000
 15. Monument Case 5 EA $800 $4,000
 16. Paint Line 2,100 LF $0.20 $420
 17. Plastic Stop Line 30 LF $5 $150

Subtotal: $249,020
Construction Contingency @ 25%: $62,255

Construction Subtotal: $311,275
Inflation to Construction Year (2005), 5%: $15,564

Total Estimated Construction Cost (rounded): $327,000
Admin., Fiscal, Legal and Engineering (25%): $81,800
Total Estimated Project Cost (2005, rounded) $408,800

Total Square Yards : 7,556
Total Cost per Square Yard: $54.11



APPENDIX F 
 

COST ESTIMATE 
ARTERIAL (MAJOR COLLECTOR) 

ROAD RECONSTRUCTION 



CITY OF TOPPENISH
ARTERIAL ROAD RECONSTRUCTION

PRELIMINARY CONSTRUCTION COST ESTIMATE
(JULY 2004 ENR NATIONAL CONSTRUCTION COST INDEX #7126)

NO. DESCRIPTION QNTY UNITS
UNIT
PRICE AMOUNT

 1. Mobilization, Clean-up, & Demobilization 1 LS $22,000 $22,000
 2. Traffic Control 1 LS $15,000 $15,000
 3. Roadway Excavation & Embankment, Incl. Haul 3,400 CY $6.00 $20,400
 4. Unsuitable Foundation Excavation, Incl Haul. 70 CY $8.00 $560
 5. Crushed Surfacing Base Course 2,900 TN $15.00 $43,500
 6. Crushed Surfacing Top Course 2,900 TN $15.00 $43,500
 7. HMA Class B, PG 64-28 1,800 TN $45.00 $81,000
 8. Solid Wall PVC Storm Sewer Pipe, 8-Inch Diam. 400 LF $20.00 $8,000
 9. Catch Basin, Type 1 20 EA $800 $16,000

 10. Precast Concrete Drywell 10 EA $2,000 $20,000
 11. Trench Excavation Safety Systems 1 LS $1,000 $1,000
 12. Adjust Manhole 5 EA $300 $1,500
 13. Adjust Valve Box 5 EA $150 $750
 14. Cement Concrete Traffic Curb & Gutter 4,000 LF $5.00 $20,000
 15. Monument Case 5 EA $800 $4,000
 16. Paint Line 2,100 LF $0.20 $420
 17. Plastic Stop Line 30 LF $5.00 $150

Subtotal: $297,780
Construction Contingency @ 25%: $74,445

Construction Subtotal: $372,225
Inflation to Construction Year (2005), 5%: $18,611

Total Estimated Construction Cost (rounded): $391,000
Admin., Fiscal, Legal and Engineering (25%): $97,800
Total Estimated Project Cost (2005, rounded) $488,800

Total Square Yards : 7,556
Total Cost per Square Yard: $64.69



APPENDIX G 
 

COST ESTIMATE - 
TRUCK ROUTE (MINOR ARTERIAL) 

RECONSTRUCTION 
 



CITY OF TOPPENISH
TRUCK ROUTE RECONSTRUCTION

PRELIMINARY CONSTRUCTION COST ESTIMATE
(JULY 2004 ENR NATIONAL CONSTRUCTION COST INDEX #7126)

NO. DESCRIPTION QNTY UNITS
UNIT
PRICE AMOUNT

 1. Mobilization, Clean-up, & Demobilization 1 LS $23,000 $23,000
 2. Traffic Control 1 LS $15,000 $15,000
 3. Roadway Excavation & Embankment, Incl. Haul 4,200 CY $6.00 $25,200
 4. Unsuitable Foundation Excavation, Incl Haul. 90 CY $8.00 $720
 5. Crushed Surfacing Base Course 5,800 TN $15.00 $87,000
 6. Crushed Surfacing Top Course 1,900 TN $15.00 $28,500
 7. HMA Class B, PG 64-28 1,800 TN $45.00 $81,000
 8. Solid Wall PVC Storm Sewer Pipe, 8-Inch Diam. 400 LF $20.00 $8,000
 9. Catch Basin, Type 1 20 EA $800 $16,000

 10. Precast Concrete Drywell 10 EA $2,000 $20,000
 11. Trench Excavation Safety Systems 1 LS $1,000 $1,000
 12. Adjust Manhole 5 EA $300 $1,500
 13. Adjust Valve Box 5 EA $150 $750
 14. Cement Concrete Traffic Curb & Gutter 4,000 LF $5.00 $20,000
 15. Monument Case 5 EA $800 $4,000
 16. Paint Line 2,100 LF $0.20 $420
 17. Plastic Stop Line 30 LF $5.00 $150

Subtotal: $332,240
Construction Contingency @ 25%: $83,060

Construction Subtotal: $415,300
Inflation to Construction Year (2005), 5%: $20,765

Total Estimated Construction Cost (rounded): $436,000
Admin., Fiscal, Legal and Engineering (25%): $109,000
Total Estimated Project Cost (2005, rounded) $545,000

Total Square Yards : 7,556
Total Cost per Square Yard: $72.13
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